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PREFACE

in July 1978 a first year's report on this contract was published, "Human and
3 Computer Control of Undersea Teleoperators", by Sheridan and Verplank. That re-

port reviewed such human performance theory as seemed relevant, and suggested
I various problems of applying supervisory control to undersea manipulators andI vehicles. At that time the field had no overall theoretical framework for view-

ing supervising control, no satisfactory command languages, and little confidence

that supervisor-y control was really good for much that was practical. Though no

I ~claim can be madie that all Drobitems of supervisory control are "solved", we now
claim both clearer vision and qreater confidence in these techniques than in 1978.

"Doing science" in supervisory control has not been easy. These man-machine sys-
tems are complex in structure and function. They are discontinuous in time and

I space, and non-linear in input-output functional relations. It is not convenient

£ to have smooth variation in experimental variables. One must build hardware and

* I software configurations which embody fixed levels of those man-machine variables.

Recognizing that technology must- sometimes lead science in order to provide the

I apparatus for the scientific questions to be asked, we have forced certain "work-
ing p,-ototype" man-machine systems into existence. Our purpose in doing this

was always to demonstrate and test principles rather than to develop and test

hardware.

We have recognized the need to develop a unified and integrated theory of human

supervisory control of computerized semi-automatic machines. In working toward

this goal we seem to keep uncovering more and more different but seemingly relevant
segments of theory from both engineering and psychology. Supervisory control does

not fit neatly under any of the conventional categories. It includes optimal con-
trol in engineering but iý, not optimal control. It includes attention, decision1 making, arid communication in psychology but is not any one of these. It is neither
computer science nbor cognitive science, but much of each is relevant. For any given

larg,!-scale supervisory control system, such as an air traffic control system or a

large process plant or a military command/control system, descriptive models from

many viewpoints would be appropriate. I doubt however that any single normative

theory will ever unify supervisory control. In part this is , as explained in the

text, because thi criteria of good system performance themselves come from within

the system -naptely the supervisory operator who plays goal-setter.
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I thought hard about how to organize this material, Since we are at an early

stage of modeling supervisory control it was evide~nt that even the organization of
a report such as this forms a crude taxonomic modicl of the subject. Simultaneous

withi this report writing I am collecting material for a book on supervisory con-

trol. With the blessing and encouragement of Gerald Malecki and Martin Toicott,

the contract monitors of this research, I offer this report as a "trial balloon"

for some of the ideas I plan to pursue fi. more detail in the book. Where th.a

examples of supervisory con~trol in this report concentrated on undersea manipulator

and vehicle control applications, the planned book will also include much applica-

tion material from the process control industry, primarily nuclear power, and theI

commercial aviation industry. There is also the intention to deal in greater

depth about communication with comptuers regarding human goals and values in sys-

tem operation, since that is the contribution of the human operator farthest from

takeover by computers.I
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i 1. WEAT IS SUPERVISORY CONTROL

1.1 Definitions

Supervisory control of a proceeds means a human operator communicatfes with a computer

3 to gail information and issue commands, while the compiter, through artificial sen-

sors end actuators, implements these commands to control the process.

Ii Any process can be brought under human supervisory control and thus be subsumed un-

der this definition, including vehicles (aircraft, spacecraft, ships, submarines,

ii grcuund vehicles of all kinds), continuous product processes (oil, chemical, fossil

and1 nuclear power plants), discrete product processes (manufacturing, construction,

Sfa,-ming), robotic/teleoperator devices where not included above, and information

processing of all kinds (air traffic, military command and control, office automa-

j tioi, etc.).

I A dictionary definition (Webster unabridged) may be appropriate to consider here. To

supervise is to: "look over in order to read, peruse, coordinate, direct, inspect

continuously and at first hand the accomplishment of, oversee with powers of direc-
* Ution and decision the implementation of one's own or another's intentions, superin-

tend."

This definition, with words like "direct" and "oversee with powers of direction

I and decision"--and "superintend" imply goal setting, value-assigning and planning.

Other words like "coordinate", imply guiding toward a given goal - in a computer

i systems context we might call this programming or parameter adjusting. Tho remain-
ing words, "look over---," "peruse", "inspect---" have to do with continual ob-

servation or monitoring. These are clearly different functions, and this multipli-

city of functions explicitly shows up in computer-aided supervisory control, as we

shall see.

Intrinsic to supervisory control is the idea of teieoperation - man performs a sensing

I and/or manipulation task remotely by use of artificial sengors and actuators. This
can be spatial remoteness, as with a remotely controlled vehicie or manipulator under-j sea or in space. It can be temporal remoteness, due to a time delay hetween when an

operator issues commands and when he receives feedback. Or it can be funutional re-

j moteness, meaning that what the operator sees and does and what the system senbsF

I
• • z :T " ...
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and does bear little superficial resemblance. Teleoperation can be either the

motivation for or the result of supervisory control, as will be made evident.

1.2 Supervisory Control in Different Applications

This section provides brief comparisons and contrasts among different applications

of supervisory control: process control, vehicles, manipulators, information sys-

tems and human organizations.

(1) Process Control

The term "process" usually means a dynamic system such as a fossil or nuclear power

generating plant or a chemical or oil production facility which is fixed in space

and which operates more or less continuously in time. Further, there is an implica-

tion that the product is spatially continuous, and flows through pipes (e.g.

chemicals) or along guides (wire extrusion, papermaking) or along wires (electricity).

Some operations may be done on a "batch processing" basis. Typically time constants

are slow - many minutes or hours after a control action is taken until most of the

system response is complete.

Most such processes involve large structures with fluids flowing from one place to an-
other and involve use of heat energy to affect the fluid or vice-versa. Typically
they are multiple-man, multiple-machine systems, where at least some of the people

are moving around from one location of the process to another. Usually there is a

central control room where many measured signals are disolayed and where valves,

pumps and other devices may be commanded to operate. I
"Supervisory control" has been emerging in process control for several decades.
Starting with electro-mechanical "controllers" or control stations which could be

adjusted by the oeprator to maintain certdin variables to within limits (a home

thermostat is a commnn example), special electronic circuits which replaced the

eletrro-echat, lC t tu-ic lt, o Caua i i y tOnOK u •,r. AL. aiiy Li f, Iii -•,, ,

oner.to, ran switch to manual control and n hself i the control loop. Usually
each "control station", a three-by-six inch unit on the control oanel, displays
both the variable being controlled (e.g. ruii; t-m, r ~tu.,-r cne thermostat) and

the control siqnal (oy. frow of heal form the furnace). Usually many such manual

cooLrol devices are li-r4 up in the control room, toopt-6cr w•lith manual switches and

Ii

ILK --
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j valves, many status lights, many dials and recording displays, and as many as 1500

alarms or annunciators - little square windows which light up and indicate what

UI plant vari. le has just gone above or below limits. From a pattern of these (e.g.

500 the first minute of a loss-of-coolant accident, 800 the second minute, by recent

count in a large new nuclear plant) the operator is supposed to divine what is

S I happening.

3 Starting a few years ago the full computer has found its way into process control.

Instead of multiple, independent, conventional PID controllers for each variable,

the computer can treat the set of variables as a vector and compute that control

trajectory which would be optimal (in the sense of quickest, or most efficient, or

by whatever criterion is important). Because the interactions are many more than

the number of variables, the variety of displayed signals and the number of possi-

ble adjustments or programs the human operator may input to the computer-controller

are potentially much greater than before. This does not mean the operator neces-

sarily sees greater complexity, however, since many of the computer's functions

may be inaccessible or unknown to him since he is more or less confined to. the

control room (,Typically there are other persons - technicians or "auxiliary op-

I erators" who work out in the plant while it is operating and who check, maintain

or repair equipment or who perform control tasks on verbal orders from the 'ynntrol

room operators. These are tasks which cannot be done from the control room be-

cause all control is not remote). Thus there is now, and this has accelerated

since the events at Three-Mile Island, a great needto develop computer-interactile

displays which integrate complex patterns of information for the operator and allow

him to issue his commands in a natural, efficient and reliable manner. The term
i " system state vector" is fashionable, and the problem is how to display fewer

"chunks" of information (using G. Miller's well-known terminoloqy) to convey more

meaning about the state vector of variables, where it has been in time and where

it is likely to go in the near future.I
(2) Vehicle Control

Unlike the processes described above, vehicles move through space, carrying their

operators with them, or being coi trolled remotely. There are various types of

[ vehicles which have come under a significant degree of supervisory control in the

last 30 years.II
F
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S£e ,ight start with spacecraft, not because spacecraft are the most costly and

sophisticated (which t~ey arR not necessarily) but because in a sense their task

is the simolest. They are launched to perform well-defined missions, and their

interaction with their environment, other than gravity, is nil. In other words

there are no obstacies and no unpredictable traffic to worry about. It was in

the spacecraft, especially Apollo, where human operators (astronauts) who were

highly skilled at continuous manual control (test pilct.s or "joystick jockeys")

had to adapt to a completely new way of getting information from the vehicle and

giving it commands - this new way was to program the computer. The astronauts

had co learn to use a simple keyboard with programs (different functions Appro-

priate to different mission phases), nouns (operands, or data to be addressed

or processed) and verbs (operations or actions to be performed on the nouns).

This was a rude shock to the astronauts and they comploined, but they learned it.

Th,!re were, of course, a certdin number of continuous control functions performed

by the astronauts. They maneuvered the attitude of the vehicle (both command

module and lunar lander) as well as its as the sextant to bring stars and land-

marks into proper view for navigation fixes. They maneuvered the lunar lander's

attitude and velocity for rendezvous with the command module in lunar orbit. But,

as not generally appreciated by the public, control in each of these modes was

heaviiy aided. Not only were the manual control loops themselvwýs stabilized

by electroics, but th,-e were non-manual, automatic control functions be 4 ng

simultaneously executed and coordinated with what the astronauts did. This parallel

or "shared" control mode is different from pure hierarchical control; this distirp-

tiorn will be clarified further in subsequent sections.

In both commercial and military aircraft the trend in the last decade or two has

been to more and more supervisory control. Commercial pilots now are called

"flight managers", indicative of the fact that they must allocate their attention

among a large number of separate but complex computer-based systems. Military

aircraft are called "flying computers", and indeed the cost of the electronics now

far exceeds the basic airfram~e cost. Inertial measurement has become common in

the new jumbojets as well as mibitary aircraft, and this means the pilot can tell

the computer to take him to any latitude, longitude, and altitude on the earth,

and the vehicle will do so to within a fraction of a kilometer. But in addition

there are many other supervisory command modes intermediate between such highest

level commands and the lowest level of pure continuous control of aelerons, ele-IIvators anid thrust. Tho- pilot can set his autopilot to give him display of a
smooth command course at fixed turn or climb rates to follow-manually, or he may
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have the vehicle slaved to this course. He can set the autopilot to achieve ; new

altitude on a new heading. he can lock on to radio beams or radar signals for

E automatic landing. In the Lockheed LlOll there are at least ten identifiable

separate levels of coi'trol. It is important that the pilot have reliable means

to break out of these automatic control modes and revert to manual control or

some intermediate mode. For example, when in automatic landing the pilot can

either push a yellow button, on the control yoke or he can jerk the yoke back and

return the aircraft to his direct manual control.

Air traffic control poses interesting supervisory control problems, for the head-

ways (spacing) between aircraft in commercial airspace are getting tighter and

j tighter, and efforts both to save fuel and to avoid noise over densely populated

urban areas require more radical takeoff and landing trajectovies. New computer-

based communication aids will supplement purely verbal conmunication between pilots

I and ground controllers, and new display technology will help the already over-

loaded ground controllers monitor what is happening in three-dimensional space

over larger areas, providing predictions of collision and related vital information.
The CDTI (cockpit display of traffic information) is a new computer-based picture

f of weather, terrain hazards such as mountains and tall structures, course informa-

tio %uch as way-points, radio beacons and markpr'., runways and command flight

j patterns, as well as the position, altitude, heading (and even predicted position)

of other aircraft. It makes the pilot less dependent on ground control, especially
when out-the-window visibility is poor.

Ships and submarines 4re more recently converting to supervisory control. Direct

manual control by experienced helmsmen sufficed for many years, but that long

tradition has been 'roken by the installation of inertial navigation, which calls

for computer-control and provides capability never before available, and by the

trends toward higher fpeed and long time-lags produced by larger size (e.g. the new

suoertankers). New autipilots and computer-based display aids, similar to those in

aircraft, are now being used in ships.

I (3) Manipulators and Discrete Parts Handling

J In a sense, manipulatcrs combine the functions of process control and vehicles.

The manipulator base may be carried on a spacecraft, a ground vehicle or a sub-

j marine, or its base may be fixed. In either case the hand (gripper, end effector)

I

--- -.. -
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is moved relative to the base in up to three degrees of translation and three de-

grees of rotation. Typically it may have one additional degree of freedom for

gripping, but some hands have differentially moveable fingers or otherwise have

more degrees of freedom to perform soecial cutting, drilling, finishing, cleaning,

welding, paint spraying, sensing or other functions.

Manipu!ttors are coming to be used in many different applications, and the type

of supe'visory control and justification for it may differ depending upon applica-
tic ..

Historically the first purely manual remote manipulators were built for the

nuclear "hot lab" in the late 1940's. The basic design configuration developed

in that period is still popular. There followed development of simple manipula-

tors for lunar roving vehicles, for simple undersea operations and for hazardous

operations in Industry, such as heat treatment of parts.

The serious difficulties of direct manual control from the earth of a manipu-
lator on the moon (causing a minimum of a three-second radio transmission time

delay in the control loop) were demonstrated by Ferrell and Sheridan (1967). To

avoid instability one had to wait the full three seconds after each of a series

of incremental movements, requiring a very long time to complete even the simplest
manual task. The longer the time delay the larger the task completion time. In

1964 I had first proposed having a computer on the mocn which could be programmed
from earth to implement segments of the task locally in semi-automatic fashion,

respondinq to its own sense of touch to branch into different program segments

without the impediments of time delay in this local computer-control loop, and

stopping and waiting for further instruction when it finished the programmed

segment. We proposed calling this "supervisory control". Such local autonomy

could also make the manipulator stop when colliding with an obstacle, or take

other self protection actions with quick response. Normally the three second
penalty in sending the program up to the computer (as compared to the hunman op-

erator and time delay being inside the direct control loop) would pose no

significant instability.

The time delay problem also shows up in a more recent application: Yemote

manipulation undersea doing oil rig or pipeline inspection, repair,Zurveying

the bottomn, etc. If a power/signal cable connects the human operator in a surface
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j ship with the remote vehicle on the ocean bottom or at some considerable depth

there may be several kilometers of heavy cable payed out. Even if this cable is

made neutrally buoyant, the ocean currents cause considerable drag forces on the

remote undersea vehicle/manipulator. Even worse, when working around undersea

5 structures the cable may become entangled, often with loss of expensive equip-

ment as well as time. One solution is to use acoustic transmission of signals for

g aQ least part r.' the distance, and let the vehicle/manipulator carry battery power.
But with sound traveling at 5000 ft/sec, a 2500 ft. sound path poses a significant

one-second time delay, so we are back again to a need for supervisory control.

There may be other reasons for supervisory control of the undersea vehicle/man-

S I ipulator which are more compelling. There are things the operator cannot sense

or can sense with only great difficulty and time detay (e.g. the mud may easily
be stirred up, producing turbid opaque water which prevents the video camera from

seeing), so that local sensing and computer response may be more reliable. For

monotonous tas.ks (e.g. inspecting pipelines or structures or ship hulls, surveying

the ocean bottom to find some object) the operator will not remain alert for long,

and provided adequate artifical sensors can be supplied for the key variables,

supervisory control should be much more reliable. Finally, the human operator may
have other things to do, so that supervisory control would enable him to check

periodically to update the computer program or help the remote device get out of

trouble. A final reason for supervisory control, and often the most acceptable,

is that if communications, power or other systems fail there can be fail-safe con-
trol modes that the remote system branches into to get it back to the surface or

otherwise render it recoverable.

I Many of these same reasons for supervisory control occur in other applications of
manipulators. Pr'obably the greatest current interest in manipulators is for man-

I u~acturing (so called industrial robots), including machining, welding, paint
spraying, neat treatment, surface cleaning, bin picking, parts feeding for punch

presses, handling between transfer lines, assembly, inspection, loading and un-
j loading finished units, and warehousing. Today repetitive tasks such as welding

and paint spraying can be taught (programmed) by the supervisor, then implemented

with the control loops closed only in terms of arm positions or velocities. If

the transfer line is sufficiently reliable, welding or painting ncn-existant objects

I 

•LI
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seldom occurs,~ so that touch or vision are usually not required. Manufacturing

assembly, however has proven to be a far more difficult task.

The computer can perform in ways that are very difficult for human workers. For

example, if a known mix of products is coming down the assembly line in a known
order, the computer can then treat each product according to its appropriate
(different) program without any forgetting or confusion. A human worker would

become very confused.

In contrast to assembly-line tasks where, even if there is a mix of products, every
task is r.,r efied, there a-e many emerging applications of manipulators with

.,upervis,.,fy co,ýrol in which each new task is unpredictable to considerable extent.
Some exarmples &.'in mining, earth-moving, building construction, building and
street cleaning and maintenance, trash collection, logging, and crop harvesting where
large forces and power must be applied to external objects. 'rho human operator is
necessary to program or otherwise guide the end effector in some degrees of freedom
(to accommodate each new situation) while in other respects certain characteristic

motions are preprogrammed and only need to be initiated at the correct time. In

some medical applications such as microsurgery the need is somewhat opposite from
the above - to minify rather enlarge motions and foirces, to extend the surgeon's

hand tools through tiny body cavities to cut, to obtain tissue samples, to remove

unhealthy tissue, or to stitch. Agairi, the surgeon controls some degrees of free-

dom (e.g. of an optical probe or a cauterizing snare) while automation controls
other variables (e.g. air or water pressure).

(4) Information Processing

Supervisory control is so inherent in information processing that there has been
hardly any comparison of it to other applications of control such as those described

above. This is partly because the sensors and actuators are less explicit; the

"task" already lies within the computer to some extent.IIWe can identify the trend toward supervisory control in data storage and searching,

where manual storage and search through file cabinets and through books in libraries
has given way to computerized storage and search. However even in computer aided

search the operator may not know ahead of time exactly what he/she wants and will
still be involved in continual observing and browsing.
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S Manual means of preparing or modifying data are being replaced by text editing,

where programs are called upon in accordance with Figure 1 to modify the state

of the task - in this case a document.

Electr-onic mail1 may also be viewed as supervisory control. This is a combination

I ~of text-editing and data searching1, where the computer is called upon to deliver

prepared messages to one or many individuals or to display messages which the op-

I erator may wish to read and is entitled to read.

I Finally, new co~mputer-aided video teleconferencing can also be considered to be'
supervisory control where the conferencc leader is the supervisory controller.

The "task" in this case is to enhance natural communication between individual

conferees (who are seated in front of video cameras and displays arbitrarily

f distant form one anothar) by allocation of audio and video and recording channels

among individual voices, faces, documents and other shared materials. Evantually

computer data-bases, models and other computational processes will surely be

brought into such teleconferences to serve the same functions that guest experts,
administrative assistants, vote-counters and others now serve in face-to-face meet-

I ings.
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2. MODELING SUPERVISORY CONTROL

2.1 General Model of Supervisory Control System

Figure 1 characterizes supervisory control in relation to manual control and auto-

matic control. Common to the five man-machine system diagrams are displays ana
controls interfaced with the human operator, and sensors and actuators interactir~g
with a process or "task". The first two systems on the left represent manual con--

i trol. (1) is without computer aiding while in (2) significant computer transforming
or aiding is done in either or both sensing and acting (controlling) loops. Note

Ithat in both (1) and (2) all control decisions depend upon the human operator.

When either the minor (3) or major (4) fraction of control is accomplished by con-
j trol loops closed directly through the computer we call this supervisory control.

If, once the control system is set up, essentially all the control is automatic
(5), that is, if the human operator can observe but cannot influence the process

(other than pulling the plug), it is no longer supervisory control.

SThe five diagrams are oruered with respect to degree of automation. The progres-

sion is not meant to imply either degree of sophistication or deqree of desirabil-

I ity.

Figure 2 shows a more general model of a supervisory control system than

Figure 1. The human component is still left as a single entity. There are two

1 subsystems, the human-interactive subsystem (HIS) and the task-interactive sub-
system (TIS). The HIS generates requests for information from the TIS and issues
high level commands to the TIS (subgoal statements, instructions on how to reach

each subgoal or what to do otherwise, and changes in parameters). The TIS, insofar
as it has subgoals to reach, instructions ot, how to try or what to do if it is

impeded, functions as an automaton. It uses its own artificial sensors and

actuators to close the loop through the environment and do what is commanded.t
Note that the HIS and TIS form mirror images of one another. In each case the

I computer closes a loop through mechanical displacement (hand control, actuator)

and electro-optical or sonic (display, sensor) transducers to interact with an

external dynamic process (human operator, task). The external process is quite

variable in time and space and somewhat unpredictable.

1
!
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1) Task is observed directly by

human operator's own senses.

S2) Task is observed indirectly
human operator through artificial sensors,

computers and displivs. This
TIS feedback interacts with
that from within HIS and is
filtered or modified.

3) Task is controlled within TIS
automatic mode.

fdisplays cntrols 4) Task is affected by the

process of being sensed.

S,5) Task affects actuators and
6 in turn is affected.

HIS 6) Human operator directly affects
computer; task ýy manipulation.

7) Human operator affects task
indirectly through a controls
interface, HIS/TIS computers
and actuators. This control
interacts with that from within

)00 Oro° 0 o a 0 oo 0TIS and is filtered or modified.

STIS 8) Human operator gets feedback
from within HIS, in editing a
program, running a planning

Z •model, or etc.

9) Human operator orients himself
relative to control or adjusts

-_ control parameters.

sensors actuators 10) Human operator orients himself
relative to display or adjusks•• display parameters.

S~task

Figure 2. General model of supervisory control system

I:I
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The numbered arrows identify individual cause-effect functions, with explanations

of the loops at the right. It is seen that there are three types of inputs into

the human operator: (1) those which come by loop 1 directly from the task (direct

seeing, hearing or touching), (2) those which come by loops 2 and 8 through the

artificial display and are generated by the computer and (3) those which come by

loops 10 and 9 from the display or manual controls without going through the

computer (i.e. information about the display itself such as brightness or format,

present position of manual controls, which is not information which the computer

has to tell). Similarly, there are three tyoes of human outputs: (1) those which

go by loop 6 directly to the task (the humati operator by-passes the manual controls

and computer and directly manipulates the task, makes repairs etc; (2) those which

communicate instructions via loops 7 and 8 to the computer, and (3) those which

modify the display or manual control parameters via loops 10 and 9 without affect-

ing the computer (i.e. change the location, forces, labels or other properties of
the display or manual control devices).

Correspondingly there are three types of fdrce and displacement inputs into the
task: (1) direct manipulations by the operator via loop 6; (2) manipulations con-
trolled by the computer via *loops 3 and 7; and (3) those forces which occur by

interaction, over loops 4 and 5, with the sensors and actuators and are not
mediated or usually intended by the computer or operator. Finally there are

three types of outputs from the task: (1) information fed back directly to the.
operator over loop 1; (2) information fed to the TIS computer via loops ', and 3;

and (3) information (in the form of forces and displacements) which modifies the

sensors or actuators via loops 4 and 5 without being explicitly sensed by the

computer.

When the task is near to the operator, the HIS and TIS computers can be one and

the same. When the TIS is remote usually HIS and TIS comput:rs are separated to

avoid problems caused by bandwidth or reliability constraints in telecommunica-

tion, loops 2 and 7. This problem will be discussed in detail in section 4.3.

Multiplexing switches are shown in loops 1, 2, 7, anid 6 to suggest that one HIS

may be time-shared among many TIS, i.e. many tasks, each with its own local

automatic control or robotic implementer. In fact, more and more this is coming
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to be the case in supervisory control. In some process plants there are over 1000

TIS, some being primitive feedback controllers, some being simply programmed but

highly reliable microcomputers. The sheer number of TIS causes a multiplexing or

switching overhead cost.

I This is a descriptive model of supervisory control; that is, it is intended to fit

what. is observed to be the structural and functional nature of a wide variety of

situations we discussed earlier. The variables on the lines of Figure 1 are all
measurable; there are no intervening variables, no suppositions about what is go-

I ing on that we cannot observe readily. This is why we have not (yet) elaborated

the human operator beyond a single entity. We will do such elaboration on the model

j and discuss its implication next.

I Being a descriptive model it is by definition not a normative model. We have not

(yet) imposed any notions of how the system should work, or of what optimal be-

I havior consists, or how close actual behavior compares to ootimal.

It is important to note, also, that we do not intend to develop a mode'1 of the hu-I man operator independent of the rest of the system. McRuer and Krendall in 1965

abandoned trying to model the human operator in a simple control loop a:; an in-

I variant entity per se and turned instead to finding invariance in the si.ries

combination of human controller plus controlled process. Our aoproach, similarly,

1 will be to find invariance in supervisory control plus tool box of computers, sen-

sors and effectors plus task. We will note various functions that either human or

I computer can do, but some are best done by human and some are best done by computer.
Which does what function will evolve over many years in the future and will always

depend on circumstance. For now the intent is to provide a qualitative description

of the combination.

I 2.2 The Multiplicity of Supervisory Functions

The essence of supervision, as noted in conjunction with the dictionary definition

earlier, is that it is not a single activity, as we are accustomed to characterize

various sensory-motor or cognitive or decision-making skills, or communication or
I controlling behavior. Supervision implies that the primary or direct activity,what-

ever it is, is normally being done by some entity (man or machine) other than the
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supervisor. There may be a single primary task, or many such tasks. The supervisor,

from outside, performs those many functions necessary to insure that the single en-

tity does (or multiple entities do) what he, the supervisor, intends. Thus there
may be multiplicity of function for two reasons:

1. For each primary task there are many different things to do to ensure
that the primary entity (what was called the TIS in the model descrip-

tion) does what the supervisor intends that it do.

2. When there are multiple primary tasks, while the basic functions may

be similar from one primary task to another, the data are different,

and the initial conditions are different in performing the same func-

tion on each.

Our supervisory control model shows the supervisory computer to multiplex among,

or alternately connect -to, different TIS's or primary tasks. I', also shows
multiple connections to and from the human operator. It does not make clear
that in switching from one TIS to another the initial conditions ("getting one's

bearings") are different with each switch. Nor does it make clear tnat the human

supervisor is continually switching functions even while dealing with a single

TIS.

But this seems to be the essence of the supervisor: switching functions within

ene task and switching tasks. The remainder of this section elaborat% this I
point.

Earlier, in conjunction iwth the dictionary definition, the ideas of "planning".
"programming" and "observing" emerged as different components of "supervising".

Missing explicitly from the earlier dictionary definition but implied nevertheless
are two additional fulctions. The first is taking over from the "other" entity,
the TIS in our cae, seizing direct control when indirect control by supervision

fails. The second is to learn from experience.

Summarizing and elaborating to suit our present context, the supervisor, with

respect to each task (and each TIS), must perform five distinct functions listed
in Table 1.
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Table 1. Functions of the supervisor

1. Plan
a7 be aware of what tasks are to be done, what resources are available,

what resources (TIS) are committed to what tasks, and what resources
* are uncommitted

b) decide on overall goal or goals, including objective function or
tradeoffs among goals, and including criteria for handling uncertain-
ties

c) decide on strategy or general procedure, including logic of authority
d)(human, HIS computer, TIS computer) in various situations
d) consider known initial conditions and various combinations of probable

inputs and possible actions and their consequences in view of system
constraints -id capabilities

e) determine best action sequence to do what is intended under various
si,,ations

f) decide what is to be considered abnormal behavior including automaticrecovery from trouble, and what defaults or contingency actions are

appropriate.

2. Teach (a, b, c and d could also be considered part of planning)
aTeestimate what the computers (HIS and TIS) know of the situation
b) decide how to instruct the HIS to instruct the TIS to execute in-

tended and abnormal actions
c) decide how many of intended and abnormal actions TIS should under-

take in one frame, i.e. before further instruction
d) try out part or all of that instruction in (operator's) own mental

and/or HIS computer model without commitment to transmit to TIS
e) impart instruction (program) to HIS computer with commitment to

I transmit to TIS
f) give command to HIS to start action

3. Monitor
a)'decide on what TIS behavior to observe
bý specify to HIS computer the desired display format
c observe display, looking for signals of abnormal behavior and performing

on-line computer-aided analysis of trends or prediction or cross-correla-
tion as required

d observe task directly when and if necessary
e make minor adjustments of system parameters when necessary, as the auto-

matic control continues.
f) diagnose apparant abnormalities or failure, if they occur, using computer

aids

4. Intervene
a) decide when continuation of automatic control would cease to be

satisfactory and minor parameter adjustments would not suffice
either

b) go physically to TIS or bypass all or portions of HIS and TIS
computers to effect alternative control actions or stoppage or
recovery

c) implement mainten.nce or repair or modifications of TIS or task
d) recycle to (1), (2) or (3) as appropriate

5. Learn
aFdecide means for collecting salient data and drawing inferences

from it over repeated system runs
) iimplement these means

allow for serendipitous learning
d periodically take stock of learning,modify system hardware and

software, and anticipate future planning of operations
e) develop understanding of and trust in the system

i
,,.~
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While the explanation of these five functions in Table 1 is not a consensus and
some of these steps are manifest to a greater or lesser degree in any actual
supervisory control situation, the point is that the necessary sequencing through

these differing functions makes the human supervisory controller essentially
different from the human in-the-looD, one-continuous function controller and
decision-maker. These essential differences are summarized in Table 2 for eleven

categories.

As implied above the allocation of attention by the human supervisor is both be-
tween functions for a given task and between tasks. In skilled or overlearned

activities a person can engage in many at once (provided the required sensors and
effectors are not overtaxed with respect to simple mechanical or signal process-
ing considerations). Thus one can drive a car, talk, scratch his nose and look

for a landmark at the same time. But one cannot do multiple simultaneous tasks
each of which requires "new thinking" unless the time requirements are such that

one can shift attention back and forth. In view of these facts we initially may
characterize the attention allocation of the human supervisor as, first, select-

ing among alternative tasks to be done, and second, selecting his proper function
with respect to that task.

2.3 Rasmussen's Knowledge-Rule-Skili Hierarchy (Rasmussen, 1976)

Before proceeding further with elaboration of the supervisory control model it

is appropriate to discuss and interpret some ideas of Rasmussen, to whom the
author is indebted for several key ideas.

Rasmussen has proposed a hierarchical model of human behavior in the operation of
systems, Figure 3, a simple version of which is shown in Figure 4. The principal
feature is that there are three levels of behavior which appear to varying degrees
in different tasks:

1. Knowledge-based behavior. This the most abstract level. Features

of the environment are used for identification of what the problem

is. DeciFion is made, in consideration of goals, concerning what

task to undertake next. Planning is carried out regarding the pro-

cedure for doing that task.
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I
Table 2. Differences between conventional and supervisory controller

):ventional in-the-loop human SuperVisory Controller
controller, decision-maker

1. operates with given goals~or ob- to a large extent determines goals
1 jective function, and given and objective fLnction, and finds

nroblem(s) the problem(s)
2. performs most duties inside the performs most duties outside the

control loop control loop
3. mode of interacting with the sys- mode of inter• -ing with the system

tem sensors, actuators and sensors, actu.-.ors and computers is
computers is fixed flexible

j 4. often, though not always, is direct- mostly is remote from task, must use
ly in touch with task though own artificial sensors and effectors to
bodily sensors and effectors control task

5. performs the same function con- performs very different functions Z
tinually different times

6. stays at same "hierarchical level can operate at different hierarchical
of operation" with respect display levels at different times as required
and control information

7. activity is usually pacea by the activity is usually self-paced
dynamic- of process being con-
trolled and control mechanism

8. cannot arbitrarily stop activity can arbitrarily stop-activity anM sys-

without systent becoming unstable tem normally remains stable
or coatrol otherwise degenerating

9. gives continuous or continual com- gives intermittent commands, possibly
mands spaced near to one another in spaced a long time apart, each of which
time, each of which has relatively can carry much information
little information

0. display and control coding tends display and control coding tends toward
toward analogic symbolic

! 1. has little cognitive overhead de- much cogiitive overhead devoted to
voted to managing his own fime and managing his own time and resources
atter,'ion

I
I
!
.u

1I
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j Figure 4. Simplified version of Rasmussen's decision model
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2. Rule-based behavior. Here a specific pattern is recognized. Associ-
ations are made with respect to that pattern (or state of the system

or environment). A sequence of already stored discrete rules or steps
is brought to bear for implementation.

3. Skill-based behavior. This is the least abstract level. Observed

features of the environment are used continuously to drive the auto-

matic sensory-motor behavior

Note in Finure 4 that the input at each level derives from the first step of the
next lower level, and the output of each level depends on the last step in the
next, higher levelI in order to achieve implementation. Another way of stating the

same idea is that knowledge-based behavior can be viewed as the outer control

loop, closed through the environment, driven by higher goals (1) as independent
reference input. Similarly rule-based behavior can be viewed as the middle con-

trol loop, closed through the environment, driveni by procedure or subgoals (2)

as independent reference input. Skill-based behavior can be viewed as the inner
(lower) control loop, closed through the environment, responding to specific
task rules as independent reference input.

Rasmussen points out that the wishes of the person drive the system from the top
toward disaggregation of behavior, i.e. more and smaller responses, while physical
constraints drive It from the '-,ottom toward aqqreqation. Events at the top are

symbols (theoretical, teleological). Events at the mid-level are signs (s~emantic)

2.4 Allocation of Resources: Off-Loading of Rule anid Skill Behavior

on HIS and TIS Computers, Respectively

We may now make use of Rasmussen's hierarchical model to add a third dimension to

supervisory attention or effort allocation. The first two were allocation among

tasks and among supervisory functions within tasks. The new allocation is among

knowledge, rule or skill-based behaviors.

Figure 1, remember, treated the human operator as a single component in the system.

However our purpose in this report is to understand and predict human behavior, how

operators behave in present supervisory control systems, how they might behave if

we made improvements, and consequently how to make such improviements. Thus we need

to consider what might be happening (functionally, not physically) inside operators'

heads.
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.1 we may view this allocation as illustrated by Figure 5. This shows the human op-
erator's "problem space" as being subdivided four-dimensionally into:

1 1. a discrete set of tasks which, presumably, he decides to take on
and about which he knows at least some of the requisite

j information about initial state, desired state (goals) and

physical constraints;

2) for each tas k, the five functions of plan, teach, monitor, intervene,

and learn which the operator must perform, as described in Table 1;

3) whether the required level of behavior is, according to the scheme

proposed by Rasmussen, knowledge-based, rule-based or skill-based;
4) for each task and function, and level what requirements there are

for sensing, cognition and responding (abbreviated S-C-R).

j Examples of the S-C-R behaviors of the operator include:
sensing

a) finding and orienting with resnect to a display

(loop 10 of Figure 2)

tb) reading and interpreting display (loops 2 and 8)
c) observing the task (environment) directly (loop 1)

d) reading printed documents

e) receiving information from other persons
cognition

I. a) recalling information
b) running thought experiment in (hypothetical) internal model

I c) making a decision about where to seek information or what
action to take1. responding

a) finding and orienting with respect to a control (loop 9)

[ b) teaching or programming the HIS (loops 7 and 8)

c) intervening to do direct control (loop 6)

d) generating paper documentation

e) giving information to other persons

I It is tempting to ask the question "How do the different activities within this

four-dimensional problem space get coordinated?" and for an answer appeal to the
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Figure 5. Four-dimensional attention or effort allocation of the human

supervi sor
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i notion of a higher level box in the diagram which is a "coordinator". This would

not be fair play. The buck must stop somewhere. Without trying to specify pre-

I cisely what the coordination is or how it happens, its highest level must occur

within the knowledge-based, cognitive, planning activities (cells) associated with

I various tasks.

I imagine the various cells to be a network of interconnected computational ele-

ments each having multiple inputs and outputs. Some, the S elements, control

sensing transducers. Some, the R elements, control transducers capable of mech-

I anical work. Some, the C elements, are only computers. Their interaction is

somehow determined by the following properties which characterize each cell or

I element:
1. a set of conditions on the inputs which determine which of

several algorithms will be run, if they are allowed to run

at all;

2. the current or anticipated state of busyness which may in-

hibit responding to some or all current inputs;

3. outputs from the algorithms which represent either completed

Iwork or "default" signals that result from incomplete data
or execution.i

Minsky's "rame theory" is appealing here (Minsky, 1975).However I don't intend

a mechanistic or explanatory model of the human supervisor - only to suggest the

attributes of the "problem space" in a qualitative descriptive model.

While all tasks and all supervisory functions (i.e. all combinations of these)

must receive some attention, not all behavior levels and not all S-C-R categories

need exist in combination with the former. There will be empty cells in the array.

i Subordinate to the opera7tor, the HIS computer must similarly be allocated. In this

case its behavior is not differentiated with respect to the five supervisory func-

tions. However it must keep tasks and S-C-R subtasks separated.

I
I
I
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Examples of S-C-R behaviors of the HIS computer are:

sensing

a) receiving information from the TIS (loop 2)

b) receiving program changes from the operator (loop 8)
cognition (all loop 8)

a) fetching information from its own memory

b) running a fast-time simulation on itself

c) making a decision

responding

a) generating a display for operator (loop 8)

b) commanding the TIS computer (loop 7)

Note that only the "rule-based" and "skill-based" levels are filled in for the
HIS computer. This is because, at the present time, what we are calling know-

ledge-based behavior in computers is only exper'imental and not ready for systems

application.

Examples of S-C-R behaviors of the TIS computer are

sensing

a) measuring information from the environment (loop 3)

b) receiving program changes from the HIS computer (loop 7)

cognition (all loop 3)

a) fetching information from its own memory

b) making a decision (including conventional signal processing, optimal

control calculations, etc.)

responding

a) sending information to the HIS computer (loop 2)

b) commanding the actuators (loop 3)

Note that only the "skill-based" level is filled in for the TIS computer, though

one might argue tnat local small computers do upon occasion perform in what we de-

fined as "rule-tased" behavior.
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3 Thus we otserve that the human supervisor, capable of all three levels of behavior,
can "off-load" rule and skill-based activities onto the HIS computer, and the HIS

1i computer can in turn off-load skill activities onto the TIS computer.

i This implies that at any one time the human, HIS computer, and TIS computer allo-

cations probably will not be the same. Once any TIS is programmed it can run with

neither the HIS computer nor the human supervisor attending to it. In fact, as

I multiple TISs come to be used the likelihood will be qreater that both HIS comouter

and human supervisor are occupied elsewhere. (Once the pilot has the autopilot set
Iand he observes that it is working properly he turns his attention to other "flight

management" tasks). The HIS computer can be processing some data or even generating

a display while the human operator's attention is diverted to something else. Clear-

ly, some of the time it is expedient that human, HIS and TIS all be doing their own

I separate activity. At other times they might be waiting for each other, and this

clearly is not efficient (e.g. when the robot it waiting for further instruction be-

I fore going on with the assembly task). Thus, one problem is to decide when they

should anticipate each other, when they should flag each other away from other

pursuits, and when they simply should go their own separate ways.

As Rasmussen points out, there is greater breadth of focus of the problem at the

I higher behavior level, while focus becomes narrower and more specific at lower
levels. A person simply cannot keep track of much detail and view all the interre-

I lationships; to think more broadly one must code or "chunk" information in more
compact ways.

I The design principles which emerge immediately from such consideration are:

1. when rule-uased and skill-based behaviors are appropriate and the

HIS and TIS computers can perform these as well as the operator can,

especially if he is busy with other things, the operator should
I "off load";

2. sinrr he then necessarily loses contact with the detail he should

be provided the capability to "zoom down" to the detail or "zoom

up" to a higher, broader more general level at will.

I 2.5 Normative Dynamic Attention Allocation in Supervisory Control

j The supervisory operator, communicating through a flexible interactive HIS computer,

which in turn communicptes with a number of specialized TIS computers, sensors and

effectors, is provided d marvelous box of tools, Decisions of what tools to select

1A .. 4,,"
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and when to use them are only partly at the discretion of the operator. To some
extent both what to use and when to use them are forced by dynamic events. More
than just a tool assigner, the supervisory ooerator is also a "problem finder"-
he is actively looking for tasks to which to apply his tools.

In the present context it is relevant to raise again the question of whether people
can do more than one activity at a time. As noted earlier, if those activities are
automatic functions or well learned behaviors such as pedaling a bicycle, singing
etc. there is hardly any interference with conscious thought. But at any one
instant a person can only think consciously about one activity. In a paradigm
described below we use the latter assumption - that the operator's cognitive atten-
tion can be directed to but one place at a time.

The dynamic nature of the supervisor's attention-allocation and decision-making may
be characterized as shown in Figure 6. In an experiment we did this is what our
subject saw on his display. Each block represents a task, the solid blocks beinq
known tasks, the dotted ones expected tasks. Blocks appear at random times and
distances from the vertical deadline at right, move at uniform velocities to the

right and disappear when they hit the deadline. The distance of each block from
the deadline therefore is the available time for doing that task. "Doing the task"
requires the operator to hold his cursor in a corresponding space at right, and as
it is "done" that block diminishes in width. Thus the initial width of the block
is the time required for the operator to do the task. The height of each block is
the earning per unit time of work. Thus the area of all blocks (tasks) "done"
is the total reward. The supervisor's job is to allocate his cursor among the
various task demands (blocks) some of which may overlap so that he cannot "do"
them all. His objective is to "do" as much net area as possible and thus maximize

his return.

Parameters of the paradigm are the statistics of block (task) arrivals in time and
location relative to the deadline, heights and widths, rate of width reduction when
"doing", and w,,hether reward is only for completion or whether there can be partial
rewards. There can also be costs or time delays imposed for moving the cursor from

one block (task) to another - as there is in the real world.
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The question arises, in conjunction with this paradigm or similar ones which are

models of our supervisory attention allocation problem, is there a normative pro-

cedure, is there a bet a to perform the allocation against which to calibrate

human behavior or some mix of human and computer interaction?

Under simple and well defined circumstances the answer is obviously yes. For the

same discrete blocks paradigm as described above the optimization algorithm can be
derived by dynamic programming on a moment-by-moment basis (Tulga and Sheridan,

1980). Then one can get experimental answers from a simulator regarding better and

worse strategies, and make a comparison to human subjects operating the simulator.

Experimental subjects, it turned out in our experiments, did not differ so much

from the optimal in total score, though their strategies were often quite different.

But even the above paradigm poses the situation in completely determined form. The

times, penalties, ca'pabiflities and costs are given. In the real supervisory control

problem, some or all of 'these factors may be obscure. Indeed, to the degree to which
the supervisor sets his own objective function, i.e. he decides upon relative

importances, no optimal can be determined. Normative models are successful in hu-

man performance modelling for simple tasks where goals and costs or rewards are

clear to all concerned, including the experimental subject.

We are left with the problem of analyzing what the operator might select to do and

use if he decides on particular goals or objective functions, and how we might im-

prove his computational aids, displays and controls to help him do it. This is

not unlike the improvement of any tool. We want to improve the tools in the tool
box, having only a rough idea what the operator may wish to build and what are his

criteria for successful construction. So we consider the range of constructions

we think might he like to make, we consider his own constraints in interaction

with various tools we might provide him, and we build him some prototype tools

and see what he can do and how he likes them.

2.6 Experiments in Doing it Yourself vs Assigning a Computer to Do it

The paradigm described above, though it characterizes the nulti-task attention

allocation feature of supervisory control, does not include one important aspect of

supervised automation. That is, it does not allow the operator to initiate, set-up,

program or teach an automatic device to go to work on a task component such that,

as he then directs his attention elsewhere, that task is done automatically.



I A very rudimentary form of this 
latter problem was studied by 
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(Sheridan, 1970). This is the case where the operator intermittently observes

(samples) a single continuous variable and then tries to set a control to a "best"

value until he samples again. Each sample incurs a penalty, so that he must trade-
off sampling costs against the costs of control error. Dependent upon the signalI statistics and the costs of error and of sampling, an optimum (expected value)
supervisory sampling rate can be obtained. Experiments showed that experimental

j subjects sampled slightly more often than the optimum.

I ~As part of the current ONR research effort Wood (1982, Figure 7) is currently
experimenting with a dynamic blocks-diminishing -multi-task similar to that
described in 2.5. A key difference, however, is that the operator can either do
the task himself or can assign a machine (shown on the subject's block display

I as a little bulldozer pushing the block) to do it. A second difference is that
if the block (task) is not serviced by either human operator or machine it just

sits there, and poses a cost per unit time if it is not completed. Finally, in
Wood's experiment the operator may search freely amiong four "work areas" for

tasks to do; he can see on his graphic display into but one of these at a time.

[ In other respects the set-up is similar to that of Tulga and Sheridan, i.e. with
key parameters for task arrivals in each work area, for service time and for lump

reward upon task completion.

FWood has two versions of his experiment. In a first version the operator must
both decide which work area to look into and decide whether to do the task himself

or to 4ssign a single machine (which is then tied up until completion of that task).
In a second version of the experiment the strategy for search through work areas is
fixed and there are multiple machines to assign.

Several interesting findings have emerged from experimental results thus far. When

task arrivals were slowed down by a factor of four from a rather brisk pace to give

I the subject some time to consider his decisions, performance did not improve. It

was found that even when the machine was set to be much less efficient than doing

it himself (its "doing" rate was as slow as 0.1 of the manual rate) operators still

tended to assign the machine. But when a significant cost was attached to machine

j use they gave it up. Apparently increasing the machine's wage had a larger effect

on operator decis;ion to use it than correspondingly decreasing its productivity.
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A normative model was developed, including expected value comparisons of moving to

other work areas or staying in the present work area and assigning a machine or do-

ing the task one's self. For N work areas, looking ahead one step results in 2N + 2

probabilistic outcomes to be evaluated before deciding what to do next. The model

can look ahead M steps on this basis, resulting in a (2N + 2)M outcomes to be
evaluated at each step. Clearly look-ahead more than several steps is impractical.

It is essential for the operator of Wood's simulation to have a "mental picture"

of: (1) the meaning of parameters for arrival, service delay, r'ewards and costs;

(2) which work areas have tasks; (3) ",here machines are in u ý and how long they

will be busy; and (4) how long since he last examined each work area. This "mental

picture"l aspect of supervisory control is discussed more fully in the next section.
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1 3. CONSIDERATIONS OF. COGNITION AND INTERNAL MODELING

I 3.1 The Idea of an Internal Model, Mental or Computerized
Cognition is the act or process of knowing. An active process is implied, not

I simply passive memory and recall, though memory and recall are involved in cogni-

tion as well as in sensing and responding. The principal cognitive feature of hu-

man supervisory control, I asert, is the "internal model".

I The iea is not new; it has ius origins in antiquity. But probably in the 1950's

the development of "model reference adaptive control" and of the "observer" in con-
* trol theory first formalized the idea and simultaneously stimulated both control

engineers and cognitive and man-machine scientists to make use of the idea. Fig-
ure 8 illustrates a model reTerence control systenm. The general idea is that the

I reference input to the real control system. and the disturbances, insofar as they
are measurable, are fed into a computer model whose transfer function is a normi.e.4 what behavior is desired. Any discrepancy between outputs of reference model and

actual process becomes a basis for additional negative feedback control. As in-
Sdicated, this tries to make the actual control system conform to the model.

I Figure 9 illustrates a Formal observer, as currently used by covitrol theorists.

The dotted outline at the right represents the standard-form system equations,
X = A X + B u and y = C x, where x is the state vector, u the control signal, y
the measured system output, and A B and C are linear matrices. The actual X can-

not be measured. The control logic contains an exact-as-possible model, plus aI matrix G which operates on any discrepancy of the model output Ij from the actual
process output y plus a linear gain L which can be optimized when X is accurately

estimated (i.e. "observed").

SThe basic idea is that the control signal, u, is fed both to the real-world process

aod to the model. Ar.' discrepancy between outputs of the two provides a basis for

I improving the model. The model then allows "observation" of intervening variables,

a form of measurement based on a model instead of the actual thiag to be measured.

I A person's internal or mental model, sometimes alzo called his "problem space" cr"

"task image", is a hypothetical representation in the brain of real events and
their relationships, such that he can predict what events i;ill cause other cvents.

."

-L-* -
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Figure 9. Control system containing a formal observer
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jIt therefore is more than just memory, though it uses memory. It is the cognitive
analog of a dynamic computer simulation: given certain equations and certain in-
puts it shows what output will result. In its simplest form it -is a static input-

output function or a table: "if this input, then that output". It could be a more

* complex arithmetic computation. Usually, however, static models are insufficient,
* and some differential or difference equations are necessary, having variables which

are functions of time.

3.2 Loci of Internal Models in Systems

I The on-line model is internalized in the system in various forms, sometimes resident
in a computer, sometimes resident in the head of an operator, and sometimes resident
in the configuration of a display or a control which is geometrically isomorphic with

the task or controlled process. Figure 10 illustrates this in the case of controll-I ' ing a teleoperator. In this case the multi-axis control handle, which looks like a
spaceship, allows the operator to move the control (this is sometimes called a "local
model") in the way he wants the real spaceship to move. That it is desirable to
have displays be geometrica'ily isomorphic with the p'-ocess may be obvious. Surely,

then, as an operator uses a local model control and/or display it would be important

that his model-in-the-head correspond.

I There can be multiple Loci of internal models in large systems, including both on-

line computers, which get reinitialized and updated by discrepancy feedback or other

I means, and off-line computers, which don't. Certainly every operator involved in a
task has some internal model of it. Thus, ideally, there would be some continuous

comparison made between the outputs of both types of computer models plus the re-

sults of the operator's thought experiments, all run with the same input stimulus

as is driving the process itself. All of these would be compared to the actual

output. Figure 11 illustrates the idea. Discrepancies would be the basis for in-

vestigation: either some model is incorrect or something has changed in the struc-

ture of the process. Perhaps a failure has occurred.

1 3.3 Other Uses of the Internal Model in Systems

Figure 12 shows a variety of uses of the internal model concept. Technique number

1 uses the model as a norm against which to assess process performance. This isIan important means for failure detection (discussed further in 3.55 and 3.6). Number

2 is the "observer" as explained earlier. In Number 3 the parameters K.i of the
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" IN TE JAL. MOPELS"

Z. DISPLAYS 3. COMPUTV9

4. NTMOL.

Figure 10. Loci of internal models in a teleoperator system. Each
numbered location in one way or another represents the state
of the system, is updated either by the operator or by the
hardware/software, and is referenced by the operator in plan-
ning and controlling.
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Figure 11. Continual comparison of computer and human -internal model outputs
to actual process output
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Measurement of process performance or
process failure detection

Ise ofmodel as nrm or reference to
assess process performance. Discrepancy

model + :an also be taken to mean "failure"
somewhere in the process.

Observer
re + Use of model to estimate state variable,

not directly measurable. g is "innova-
X •tions signal" which helps to drive modelmodel to conform to process.

Parameter tracking

-proces + Sae of model or identification of
rparameters. After sufficient adjust-• od•-ment of model parameters (to drive g

to zero) those are asserted to be best
estimates of process parameters.

process Model-reference controller•_• • 9 - Use of model for' m ak•ing noisy or J

+ •nonstationery y/u' transfer function
model appear constant.

Predictor
process Use of model for predicting y at future

time. Fast model is repetitively reset
with initial conditions from process

model (dotted lines),then run "into the future"
on fast time-scale.

Training aid""prbal protocols and special tests toprrcess�_4 determine accuracy of operator's mental

model. Note that + and - are reversed
mefrom technique number (1) above to indi-

model cate that the process is now the refer-

ence.

Figure 12. Six techniques for using the internal model
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Imodel are adjusted in correspondence to ýK1/Ot -dE/dt to force the model to conform
to the process. This is called "parameter tracking" (see Sheridan and Ferrell, 1974).

In number 4, assuming the process is noisy or slightly time-varying, the discrepancy

signal can be directed to the actual process instead of the model to force the former

; to conform to the latter (opposite of 2). This was described earlier as "model
reference control." Number 5 involves running the model on a time-scale M timesI faster than real-time for some fixed interval T, resetting the model's state vani-.

ables to correspond to those of the process, then iterating the fast-time run, do-

ing so repetitively. Each new output trace then becomes a prediction of up to MT

into the future of what the process will do it the present input is sustained.
Number 6 suggests the idea of using various inputs to the process (this could beI a simulation) to see if the operator can predict what will happen. An experimenter
would compare the actual process output (which is hidden from the operator) to

j what the operator says it should be, and would use various verbal protocols to find

out why the operator believes the system will behave as he says it will.

3.4 Identifying the Operator's Internal Model

Discovering just what is the operators internal mental model, problem space or task
image in any given situation is a challenge that cognitive scientists are keenly

j pursuing. "Knowledge-based" computer systems are being applied to this problem,

where the interaction-of the operator with the computer, the kind of information he
seeks and the path by which he searches are revealing of his mental model. Verbal

I protocol techniques (Bainbridge, 1974) make use of key words and drawings. More
formal psychometric techniques offer promise. No technique is satisfactory as yet.

It has been claimed that some nuclear power and other plant operators see their
I tasks in terms of the console itself, i.e. given certain signals on the displays

they operate certain controls and follow certain procedures - the mental model

is in terms of displays and controls. Other operators persumably "see through"

the console, and as they look at displays and operAte controls they envision tanks,
j fluid, pumps etc. Most would claim the latter "transparency" is preferable, though

too "scientific" a mental model may distract the operator into contemplations which

are not appropriate, especially in times of crisis.
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3.5 Failure Detection/Isolation as Disparity Between

Reality and Internal Model

Failure detection is perhaps the most important function of the human supervisor.

The problem of inferring that a failure has occurred and isolating the locus of

failure is a complex one, and there have been many behavioral insights derived from

experiment. For example, when asked to explore cause-effect relationships in a net-

work and discover the source of a failure, people do not make proper use of non-fail-

ure data (Rouse, 1980). However it is not our intent to review this extensive lit-

erature, since it takes us into "problem solving" and away from supervisory control.

Figure 11 suggests that discrepancy between internal model and reality is a good

basis for suspecting failure. The question is - how can failures be detected arid

located?

It is not sufficient to simply detect a discrepancy between a measured variable in

a process and a corresponding yariable In a model. Given the same inputs. such a
discrepancy may be due to a difference between corresponding process and model

parameters located anywhere, and not necessarily near the point of comparison. A

small difference at one point can integrate to a large difference at another point.

Figure 13 shows one method (Sheridan, 1980) to avoid this problem. This is to use

a "disaggregated" model", i.e. component elements of the overall model, all driven

on-line by variables measured at corresponding points in the operating real system.

Then component element outputs are compared to the real system at corresponding

points. If there is sufficient discrepancy over and above expected measurement

noise then it is assumed not only that there is a failure but also that this is where

the failure is located. This method, however, may not detect some failures.

This method also presupposes that the model elements are accurate representations

of reality, i.e. are robust or apply to a wide variety of situations, and indeed

that the system variables can be measured at sufficiently many places.

It is often difficult to derive models of systems which are accurate fits to input-

output characteristics beyond the normal range. Once any component fails its out- A

put becomes abnormal immnediately and because of interconnection after a short time

many other variables tend to go into the abnormal range, even though their immediate
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components have not failed. These facts militate against use of fully interconnected

models. When the model elements are disconnected as in Figure 13 their inputs can

be made to be the same as their corresponding elements in the actual process, Then

comparability of outputs is primarily a question of whether the model elements are

valid for the values of the variables.

3.6 Experiments With a Particular Model-Based Failure

Detection/Location Technique

Implementing the fully disaggregated model scheme outlined in the previous section

is seen as tedious for a variety of veasons: Not all actual system variables are

easy to measure. Further, there is no limit to how far the model can be disaggre-
gated, making for an unlimited number of required measurements of and comparisons
with the actual system, The latter includes both effort and flow variables (e.g.

voltage and current, pressure and flow, etc.) at each point. Is there some most

efficient way to choose variables to measure and to disaggregate the model? The

answer is yes, we think, and is represented in current work by Tsach (1982).

Tsach's technique puts emphasis on selecting one measurement point for each state

variable of the actual process, and measuring both effort and flow at that point

in the process (Figure 14). The model is set up in the computer so that it can be

cut or disaggregated into left and right submodels at that point. Causality direc-

tion is established for the actual process effort e. and flow fs at that point,

one arrow necessarily pointing to the left and one to the right. Assume effort e S
is input to the left submodel. Its flow output fm is then compared to the flow fs

at the corresponding point in the actual process. Since the power at that state
variable is es fs and since es is common to both actual process and left-hand

model, this fm to fs comparison is equivalent to comparing the powertransfer at
that point as measured by the actual process and the left submodel. If there is no
difference we claim that, except for very special circumstances, there is no fail-

ure in the actual process to the left of that point. If an observed difference
is greater than some allowance for noisy measurement, we conclude that there is a

failure somewhere on the left.

A corresponding comparison is made for the right-side model, in this case using the

system co-variable fs as input to the model and em as its output to be compared to

e ' Figure 15 shows data from a typical simulation experiment.
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Figure 14. Tsachs technique for failure detection/location: cutting the
model once for each state variable and usinq power co-variables
to detect discrepancies from actual process. This technique is
more sure to detect failures than the straightforward use ofjjdisaggregated models.
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cut 3.

Figure 15. Typical time histories of model-process comparisons using
Tsach's technique
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5 By Tsach's technique a first such cut is made somewhere "in the middle" of the
process. If a failure is observed on one side or the other, the model on that side

is again cut roughly in half, and the failure location is further isolated. This

is repeated until the inter-state-variable failure is located to a satisfactory de-
gree. This "split-half" isolation procedure is the most efficient one from an in-

formation-theoretical viewpoint.

I Note that Tsach's technique works whether power is fixed or continuously changing
in time, and ac-ommodates easily to AC power systems where effort-flow products are

f relatively steady even though the variables themselves are fluctuating rapidly.

Tsach has found ways to cope with problems of noisy measurements, inexact models,

highly interconnected systems which are not so easily "cut in the middle", non-

j linearity, and thermofluid systems where three variables (i.e. pressure, flow and
temperature) determine transferred power. His aim is to show that detection/isola-

tions can be done quickly - before the variables go too far into abnormal ranges for

which the model is no longer valid.

I This whole technique is viewed as a "smart front end" to a man-machine interaction,

i.e. where a human operator is alerted if any discrepancy is large enough and then

I proceeds to aprticipate in or at least confirm the discrepancies. This raises the
questions of what further processing of these measurement - model discrepancies

should be made, how this should be displayed, and just what the operator's role

should be in such a failure detection/location process.

3.7 Deciding When to Stop Learning and Start Acting.

"Sophisticated new supervisory control systems provide great challenge in under-,
standing their complexities combined with a wealth of tools for sensing, process-
ing and displaying information. One danger is that operators will be inhibited

from acting until they have "all the information".

I Obviously the longer one waits, the more information becomes known and the more
certain a decision will be about what to do. At the same time, the longer one

waits the less effective a given control action may become in resolving a problem.

Thus, there is a tradeoff decision, one which may have to be made under the stress

F
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of time. Simple discriminant reaction time may be said to result from such a
tradeoff. In operations research this is called the "optional stopping problem"

(see Sheridan and Ferrell, 1974). There is promise for aiding the operator's op-
tional stopping decision by application of internal models, especially those which
can run in fast-time and make predictions.

3.8 The General Planning Problem as Matrix Inversion; Use of Internal Models

Any planning or design activity may be said to be a prediction of what manifest re-

suit y would be produced by an input u, given a system, say Z = S u where S is a
matrix of polynomial terms which characterize the input-output equations of the
system. Formally this means that 1 = S -1Y_, -that is, given the result to be
achieved the proper input is identified by inverting the matrix S.

Vermeulen (1981) showed how computer-graphic aiding and computer simulation could
be combined to aid an operator in making economic and technical decisions when

a data-base of complex "influences" S was available (in this case a static internal
model). He also showed how difficult is the simultaneous trial and error adjust-

ment of the many components of u to find the best combination of results Y. His

experiments were both with abstract problems and with the realistic task of design-

ing a gas turbine to meet various conditions of cost, power etc. and given constrail!';)

due to the laws of physics. But when constraints are in a form such that the S

matrix can be inverted the task is simple and direct.

Whiie the matrix inversion works only in simple problems, Vermeulen's formalization

of the design problem in vector-adjustment terms is a useful concept for supervisor,

control. The supervisor, in planning his actions, needs to know "if I do u, what
result y will occur?" If he has a good simulation of S he can try various u combin-

ations to see which one is best. But since in general u is a vector of very mlan~y
dimensions, trying all u is impractical. Possibly some compromise between the

direct trial-and-error simulation experiments and the formal matrix inversion is

possible. This problem requires more study.

3.9 Mutual Understanding by Man and Computer of Each Other

In Section 3.5 it was suggested that if operator's and computer's internal models

don't agree on what is the current system state, that is a cause for some concern.

As we envision it, such a comparison can be made, with th2 appropriate computer and
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At a deeper level lies the problem of man and computer agreeing on goals and
criteria, capabilities for doin~g the tasks at hand and what they can expect from

S each other. Moray (1981) has suggested that if the operator has insufficient
knowledge of how the computer works he is likely to countermand 44t, and if human

3 capabilities and limitations are not somehow built into the programs of the HIS,

* it is likely to countermand the supervisor. Figure 16 shows three "partially in-

tersecting setL' of understanding by the human operator, HIS and TIS - understand-

ing both of crne's own function and of the other's computational capabilities.

J How to measure and provide this mutual understanding is not altogether clear at

present, but it is an issue of great current interest within computer science.

3.10 Group Decision in Supervisory Control

As supervisory control systems become 'larger aggregations of equipment and become

interconnected in more complex ways it is inevitable that there be several or4 many supervisory controllers interacting. This is not unlike managers of

different organizations meeting together to avoid conflict and to coordinate efforts

j to the end of greater satisfaction for everyone.

The difference is that the "meeting" of supervisors is itself part of the system

operation. Rather than sit around a table in a conference room they communicate

withnicah prothimril novmloeratelphneswhr participation mhustue bater siuthaneos

womuithteahimfromytheirnormalooperating posicition.ion thmustue rater siuthaneos

terparticipation will be mediated by computer, such that they can:

1)leave an electronic messaqe, which may be called up on the computer by

terecipient(s) at their convenience;

2)jointly call-up and examine the same displays;

")"vote" by indicating judgement of importance of given options or

indicate numerical estimate of cost, scalar distance, probability,¶ degree of confidence, etc.;
4) possibly have the computer interpret the vote, e.g. take automatic

j action if there is consensus, take an action which is an average

or some other function of the votes, bar individual action where

there is in sufficient agreement.

Computer-mediated conferencing and messaging systems are now in common use, but they

have not been integr ted into operating systems of the types we are discussing her~e.
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j 4. CONSIDERATIONS OF DISPLAY

I 4.1 Application of Conventional Human Factors Criteria
inSupervisory Control

' Changing to supervisory control and using CRT, LED, LCD, synthetic speech and other
dish ays generated by computer does not change the applicability of many human

factors criteria developed for old fashioned displays.

I First are considerations of detectability or visibility, whether the operator will

notice the display in the first place. This means sufficient size, illumination,
contrast, and steadiness for a visual display, and proper loudness, pitch an'd dura-

tion for an auditory display. Next are considerations of readability, which have
to do with recognition of the code: letters, numbers, scale marks, other symbols for

a visual display, speech or special tones for an auditory display. Finally are
considerations of interpretability, which concern the operator's finding out what

I~to do.
A given static CRT display is surely worse in these respects as compared to a con-

11 ventional display of the same size. The CRT's advantage is that it need not be

static - it can change and display various imaqes, and for this reason far fewer

1 CRT''s are needed then conventional display instruments.

I In designing formats most of the same tradeoffs still apply with respect to what
should be made available to the operator and where it should be located. For example:

1) availability determined by tradeoff between frequency of use vs

importance when used (this includes normal use vs emergency use);

j 2) location determined by tradeoff between causality (flow mimic) vs

physical co-location vs temporal order of use vs other association

in use vs likeness between variables;

3) amount of information determined by tradeoff between how much de-
tail vs abstractness, i.e. how much is too much for what purpose.

In other words, the same compromises must be made with CRT's as with conventional

I displays. Banks et al (1982) and Snyder et al (1980) provide excellent reviews of
CRT display considerations.
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4.2 New Opportunities and Problems with Computer-

Generated CRT Displays

Computer generated cathode-ray tubo (CRT) displays are most important primarily be-

cause the other computer display technologies are relatively new and little used as

yet. CRT displays are common in supervisory control, though of course they may also

be present in systems in which there is no significant supervisory control. New

technical opportunities become problems for human factors since the question is then

how best to use them. Some of these opportunities/problems are:

a) Paging Structures and Access

The main advantage of the CRT is that it can be programmed to display anything, not

only chianges in text or numbers or symbols or pictures or other graphics relative

to one format, but completely different formats for different situations.

Each separate format is called a page, and each page has its own display generation

program for translating a set of measured system variables into a continuously or

intermittently changing image. There may be many pages which have the same type of

graphics (e.g., diagrams of different parts of a system, lists of alarms, sequential

text or tables of procedures) while the details of the text, line diagrams, bar

charts, and pictures with filled-in color will differ radically from one another.

It is 1(mportant that the operator have in his head as as on a placard on the .
control panel (not in the computer) some diagram and associde'L- instructions for how
to access (i.e. what commands to give to call up) various pages.

The complement of accessible pages should be planned by the system designer into

some sort of a tree or hierarchical schema, such as is shown in Figure 17. Pages

at the top of the hierarchy are those referred to often or most important,

especially in emergencies. They are used by the operator to orient himself or to

acquire general status information. Some may be dedicated displays, i.e., no other
pageý. can be called up on that CRT. For multiple use CRT's the recall to the top
level display (or one of a small set of such displays) should be a very simple op-

eration which is not likely to be forgotten in times of stress.

Page tree structure may change as a function of "mission phase" or "system control

mode" such that during takeoff or plant start-up one page tree structure is available,

during level flight or plant operation another set, during landing or plant shut-down'

still a third, etc. Page trees for emergency information (e.g. alarm data) should

remain fixed.
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There may be various ways to "page down", i.e. call up lower level displays on the

tree or schema. One is to have a menu at the bottom of each page which indicates

what is available at the next level and what code to key in. Alternatively a cursor

may be placed on part of a diagram or in a designated box, etc. to instruct the

computer to give a more detailed page focusing un that information. In addition to

the step-by-step menu arrangement, which is always good to have for operators who

forget or get confused, there should be some keyboard commands by which the ex-

perienced operator cancall up displiays direct-ly - without stepping through the tree.

b) Integration and Format

Instead of having to present related variables on separate conventional display

instruments which, at best, are place side by side, the CRT can combine these

variables into an integrated display. This means that an aircraft primary flight

CRT display can combine attitude, altitude, heading, speed, rate of climb and even

provide a picture of the runway for landing, all on one picture. Or it can show

temperature a:jd pressure of water in a nuclear reactor as a point, moving relative

to a saturation curve (Figure 18), rather than require operators to put that infor-

mation together from separate displays (which operators had to do at Three-Mile

Island).

While such integration is still an art, it is clear that it is a critical issue

in supervisory control. In process control there are efforts to develop OCRT "system

state vector" displays which somehow provide an overview of plant state, and indi -
cate how far any one aspect may be deviating from the normal. One approach is the

polar polygon plot, where the radial deviation of each of, say eight, vertices from

the center shows the relative magnitude of that variable, normality being a regular

polygon (Figure 19). A more radical approach is the Chernoff cartoon face, where

eyes, nose, mouth or other features each represent different variables, and size of

eyes, slant,etc. represent the values of t~he variables (Figure 20).

Diagrams of systems can be drawn with pictorial symbols, lines representing fluid

or force or information, colors which change with status, texture which moves to

show activity, flashing to get attention, text or numbers superimposed, etc. The

flexibility of such animated diagramming is so great that the designer's tendency

is to pack too much into one display. A useful rule-of-thumb is that at least 80%



water saturationI(liquid) line

presur

steam
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Figure 18. A simple "integrated display" showing the variation of the
coolant (dot) in a closed power system relative to the critical

saturation line.
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Figure 19. The polygon state vector plot. Radial deviation of any com-

ponent variable outside the "safe zone"~ annulus is quickly
apparent. Variables 1-6 are the same in both 6 and 8 variable
plots
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of the area of such a diagram should be "background". Some computer aided display
design programs have been developed which allow symbols to be designed, sized, lo-
cated on the page, interconnected, labeled, etc. with great ease and flexibility in

modi f ication.

As noted earlier, the integrated diagram, picture or' alphnumeric text display should,

insofar as possible, try to capture and correlate with the opergtor's internal model,
"problem space' or "task image" (as best it can be understood).

A popular characterization of the good display is that it be "transparent", in the

sense of a window on the system variables. Metaphorically the operator wants to
"look through" the display to the systems, not be obstructed in time and understand-

ing by its "opacity".

c) User-Scaled Trends and User-Adjustment

The CRT allows flexibility in plotting any variable on any time scale and any

magnitude scale, comparing it to any other variable or set of variables, making
cross-plots, smoothing, coding by color, etc. Various prediction routines can be

used, from simple Taylor series to predictions based on models as suggested in 3.3

and 4.8.

While there should be standard or "default" plot formats whic! the operator can fall

back on, there will be times when he wants to deviate from these. However, given .
too much freedom to adjust formats, diagrams, text and other displays to suit his

whim and fancy, the operat or may become distracted and the display may be left in

an inappropriate state for other operators. Thus there is some reasonable limit

to display flexibility. Also, perhaps, after some time period in a special mode,
displays should automatically return to some standard.

d) Multi-Variable Data Search

The supervisory operator may upon occasion need to search a multi-attribute data base,
where a number of pictures or descriptions of events or objects are represented in
memory, coded by their attributes (e.g. time, cost, frequency of use,performance,

etc.,)in a multi-dimensional array. If the operator does not know the address (i.e.

the attribute coordinates) precisely he must search visually. Search through a two,
or even a three-dimensional array is straightforward enough on a CRT, but four or
more attributes poses interesting problems.
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One approach is to display the "center object plus nearest neighbors" arranged

axially on spokes of a wheel (one spoke for each attribute dimension) or "center

* object plus extremes" for each attribute (Barrett, 1981, Figure 21). Another
approach is to move the search with respect a given attribute by naming or point-

ing to the attribute (ibid.). Still another approach is to select two (or three)
dimensions in a reference square (or cube) and move a pointer around in a reference

space, as a means of cdaling up the center and nearest neighbors in this low-order

I array (Knepp, 1981, Figure 22).

e) "Zoom" Control of Degree-of-Abstraction

Paging up and down in a tree to access different levels of detail as well as parts of
j a flow chart was discussed earlier. Goodstein and Rasmussen (1981) and others

have proposed allowing the operator to vary the display in degree-of-abstraction

in accordance with his cognitive needs. This correlates with whether the required
behavior is knowledge-based, rule-based or skill-based.

A knowledge-based display would show system status relative to goals and criteria.

It would provide the "big picture". It would indicate structure. It might allow

the operator to query a data base on why certain equipment was designed as it was,
what failures there have been, what other approaches there are, what administrative
information bears on a particular problem, etc. Knowledge-based displays call for
knowledge-based behavior, which usually takes time and requires the right talent

and disposition.

j A rule-based display would show status or system state relative to procedural steps.

It is concerned with tdsk progress in a time-line or flow chart, with identification
j of trends or patterns, with success and failure in comoleting subtasks.

i A skill-based display would show instantaneous values of individual variables, posi-

tion on a trajectory, and what to do immediately. The focus is narrow and detailed.

We have discussed displays in each oF Rasmussen's categories. "Zooming" may mean

turning one's attention from one such type of display to another. The "zoom" con-

trol may not be continuous, but in steps. One hope is to allow the ooerator to be
able to simply order a zoom "up" and have the computer decide what more abstract,

I bigger picture display to provide. Another approach would be to have a standard
order or tree, as was discussed for level of detail of equipment or flow diagram.
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f) Too Many Options: Killing the Operator with Kindness

"Future shock" in supervisory control is a real hazard. An operator can be con-
fronted with too many display options, to the point where he doesn't remember how

to access or interpret them, or where similar system events appear different be-
cause on different occurrences he has observed them through different displays.

Both such situations could lead to unwarranted operator errors.

Yet another hazard is that operators become fascinated and distracted by the novwlty

and "gadgetry" aspects of the displ.ays themselves and pay too little attention to

what they are telling him about the system.

4.3 Special Teleoperator Display Problems

Since this report is concerned primarily with undersea teleoperation application,.

of supervisory control, a number of display problems that are more particular to

this application will be discussed.

a) Bandwidth Constraints

The communication channel between TIS and HIS may be bandlimited, e.g. ship-to-

undersea-teleoperator acoustic transmission (1000-50,000 bits/sec.) depending on
distance and other factors), earth to outer space radio transmission, or ordinary

telephone transmission. While 1-50 K bits/sec. is sufficient for audio and most ý.ontrel

signals it is not sufficient for video transmission. Regular broadcast video re-
quires up to 0,000,000 bits per second, where each of 250,000 pixels (picture

elements) must be refreshed 30 times per second with 6 to 8 bits of grayscale.
This is 1000 to 10,000 times more bits per second than good audio channels. Sirl,:e

the product of pixels resolution, frame-rate and bits of grayscale equals bit ratLe,

one can reduce any or a combination of these factors to send video over a con-

strained channel. For example a 30 x 30 pixel picture with 2 bits of gray (4 levels)
at 2 frames per second would be approximately 4000 bits per second.

In view of these problems, why not always use electrical cable with its high band-

width? The reason is th~at long cables, e.g. several miles, get very heavy, and

even if they are made neutrally buoyant, their inertia and drag can be huge -

especially in view of ocean currents. Further, they tend to become tangled in

structures, rocks etc. on the ocean bottom.

ka
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I b) Teleproprioception

This coined word means self (proprio) .,arene.s (ception) at a distance (tele),

I in other words, the operator knowing where in position and orientation his man-

ipultor and/or vehicle are relative to the environment.K
This is a problem because the operator is using discrete switches or a continuous

I joystick to control video feedback on where his arm or vehicle are in space. The
Oideo usually has a narrow field of view, the light can be poor to negligible in
turbid water, and shadows on visually unfamiliar terrain can be confusing. Further,
even though the operator can see what is on his video display, unless part of the

- '.ehicle or the base of the manipulator is in the view he may have no sense of which

way the camera is being pointed.

For manipulatL, control a master-slave position servo is helpful because the op-
erator can see and feel the position of the master.. For vehicle control a "local

m 'odel" in the form of a map, updated from time to time with estimated vehicle posi-

tion, is helDful in the same way.

S- c) Tece-touch

When water is very turbid video simply will not work. Then one is left with sonar

(pingers, side-scan or two-dimensional acoustic imaging) or just "feeling around"

with a manipulator. Sonar is proven, but its resolution is limited. Manipulator

positioning can be accurate, but touth setisors-and display, are still under de-
I velopment. Some special teletouch techniques are described in 4.7.

d) Superposing Video and Graphics

The head-up landing display in the aircraft cockpit permits the pilot to look
through the windscreen to the runway and in the same location at the same visual

accommodation see a projection (using a prism or half-silvered mirror) of

computer-generated graphics. The latter might include symbols for runway,

attitude, altitude, airspeed, etc. Thus the pilot can visually sedrch through the
clouds for the actual runway at the same time he flies the aircraft relative to

the computer-generated CRT display, without having to shift his eyes in visual

angle and distance accommnodation.

1
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Similarly, with human operators of teleoperators, the video is important but may
at times have to be augmented by computer-generated displays. In this case it is
not a matter of looking through a windscreen to a real environment but more having
to move the eyes from one display to another. Thus the superposition of the two
images would seem to be helpful, but it remains to determine experimentally how

best to do this.

4.4 Experimental Evaluation of Frame-rite, Resolution and

Grayscale Constraints.

As noted in section 4.3a above, to avoid problems of the tether becoming a large
drag on the submersible vehicle and/or getting tangled up in structures that one
wishes to inspect remotely, one may employ acoustic communication. Even if a
tether is dropped from a surface vessel down to within a few hundred feet of the
submersible, acoustic signal transmission for the remainder of the distance can
circumvent the problems cited above. However this can only be done at the cost

of having to reduce the bandwidth considerably relative to that for a wire (tether).

Thus one is left asking, for a given fixed communication bandwidth, how best to
trade between the three variables of frame-rate (frames per second), resolution
(pixels per frame) and grayscale (bits per pixel) the product of which is band-

width (bits per second).

These tradeoffs were studied by Ranadive (1979; in the context of master-slave

manipulation. The experimental sub.ect was aseed to perform two remote manipula-
tion tasks using a video display aý his only feedback and our Argonne E2 seven-
degree-of-Freedom servo manipulator (in this case. with force reflection t'rned

off). Figure 23 illustrates the experimental situation.

The first task was to locate a nut on a fixed bolt or knob and take it off by un-
screwing it, (We abbreviate this task "TON" for take-off-nut). The second task
was to pick up a cylinder and place it sequentially within the bounds of three
fixed squares on the table which were numbered 1, 2, and 3, where the order of
the placement, e.g. 3-1-2, was randomly drawn for each new trial. (We abb1-eviate

this task "1-2-3"). Performance on each task was simply defined a' the inverse
time required to do that task correctly, and combined performance was the average

of these inverse times.

f.
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I

master slave
manipulator manipulator

CID cameraI

i opaque curtain

Figure 23. Experimental configuration for Ranadive frame-rate, resolution,
grayscale tradeoff experiments

128 x 128" 64x64

S32x32 16. 6

SFigure 24. The same picture at various degrees of resolution (pixels)

I
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The video display was systematically degraded with a special electronic device

which allowed frame-rate to be adjusted to 28, 16, 8 or 4 frames per second, resolu-

tion to be adjusted to 128, 64, 32 or 16 pixels linear resolution, and grayscale to

be adjusted to 4, 3, 2 or 1 bits per pixel (i.e. 16, 8, 4 or 2 levels of CRT in-

tensity). Figure 24 shows the effect of resolution reduction.

seconds to complete TON task

sO

60 k sutbject -

40

28 frames per sec.
128xI28 nixels resolution

20 4 bits grayscale
(best possible nicture)

v-rtical lines are one std. dev.
each point is average of 10 trials

0 2 4 6 8 .10
hours of training

Figure 25. Learning curves in Ranadive experiment

-i
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I Two subjects were used, both engineering students. They were trained for 10

hours in all combinations of display tasks and visual variables. When subjects

first saw the video pictures with which they had to perform remote manipulation

tasks, they refused to believe that they could succeed. Much to their surprise,

I however, they discovered that they were able to perform with a considerably de-

graded picture. Figure 25 illustrates learning curves for the two subjects. Dur-

ing the data collection phase of the experiment subjects were allowed to practice

on each display combination until "ready".

I The data collection runs were ordered so that two of the three video variables were

kept constant while the third was varied randomly among the levels for that

variable. Ten times were collected (ten trials were run) for each combination

(each data point).

Figure 26 shows the results. On the top row are shown the performance effects of

I frane-rate, resolution and grayscale while holding the other variables constant.

Note that for frame-rate beyond 16 frames per second improvement depends on

resclution and grayscale; performance improves smoothly for increases in resolu-

tion; for grayscale there is no improvement beyond 2 bits .if the frame-rate is

I high enough.

On the bottom row constant level-of-performance tradeoffs (in this case using the

I jTON task only) are shown for each of the three pairs of video variables. These

iso-performance curves (solid lines) are compared to iso-transmission lines, i.e.

j combinations of the two parameters which produce constant bits per second. It is

seen that there is a remarkable correspondence. This means that for this ex-

I periment, and within the range of video variables employed, man-machine per-

formance corresponds roughly to bits per second of the display, regardless of the

I particular combination of frame-rate, resolution or grayscale.

i •.Another result, though not tested systematically, was that subjectively much more

SI noise appeared on each video picture at the slowest frame-rates than at faster
frame-rates. It is believed that this was due to visual-psychological smoothing

rather than anything electronic occurrinq at higher frame-rates.

,I
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4.5 Operator-Adjustable Frame-rate, Resolution
j and Grayscale Under Fixed Bandwidth Constraints

Assume limited-bandwidth acoustic transmission is to be used as the means for
communication between a human operator and an undersea teleoperator. it is clear

that video will pose a far greater bandwidth requirement than other signals,
* probably more than all other signals combinid. Therefore it seems reasonable to

allocate fixed channels to other variables as required, then to reserve the band-
j width remainder to the combination of video signal requirements. That is, frame-

rate, resolution and grayscale would not each have fixed bandwidth allocations;

rather, provision would be made to trade-off between these as required, retaining

their product as close as possible to the maximum.

I To make this idea more understandable, assume that a given human operator of a
teleoperator needs to get an accurate picture of a static object. He would like

j high resolution and sufficient grayscale, but frame-rate could be anything. In
contrast, suppose the operator needed to monitor the speed at which a well known
object moved against a background. Only enough resolution and grayscale would be
necessary to get a good definition of what is object and what is background, but

I frame rate would have to be high. Either condition could be obtained by adjustment.

Deghuee (1980) used an experimental computer-based aiding device which allowed
the operator to make this three-way adjustment in-situ, i.e. he could modify the
FRG tradeoff himself while performing a master-slave manipulation task of the
type performed in Ranadive's experiments. In particular, the same master-slave
manipulator was used with the force feedback turned off, and the same take-off-

[ nut (TON) task, but a many-peg-removal task was chosen instead of the 1-2-3
task. Scoring was inVerse time, the same as in Randive's experiments.

Four subjects were trained about ten hours each on each of the tasks. The same
levels of the video variables were used as before. Two maximum bit rates

(products of frames per sec, pixels per frame and bits per pixel) were used, one

being 11500 bits per second, the other twice that or 23000 bits per second. The

subject used three keys to call for any FRG combination, up to the maximum. When
one factor was increased the other two were automatically decreased to keep the

I product at the constant maximum. Each subject, for every combination cf task
and maximum bit rate, performed both with and without tile in-situ tradeoff ad-

I justment capability. There were four trials for every cell of of the experimental
design. Data were analyzed by analysis of variance.

I
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As might be expected, the use of the tradeoff control was significant at the 95%

level. However both the task main-effect and the task-subject interaction were

significant at the 99% level, a result not particularly surprising. What was more

surprising was that the two maximum bit rates did not produce significantly

different performance.

There was much variability in performance due simply to the fact that the visual

interpretation time was extensive, and the real-time continual decision task of

how to set the FRG combination added to this. It is believed that the means of

making this adjustment can be better "human engineered", and that this would reduce

variability and improve performance. Similarly the lighting was seen to be a

critical factor, where amount of light affected grayscale adjustment and shadows

provided important cues.

A principal result of this study was confirmation that with some training and some

patience an operator can remove a nut with a remote manipulator using video of

only 10~ bits per second and with no force or tactile feedback. From the results

an important special use of the adjustment became apparent in this case, namely to

periodically but briefly increase resolution and grayscale at minimum frame rate

in order to get confirmation that the peg was in the hole, or that another critical

task phase had been achieved.

Use of this device is an important aspect of supervisory control, where the computer

aid mediates the operator's instructions to provide, in this case, the best display

(rather than control per se). This is loop 8 (of Figure 2) working in conjunction

with loop 2.

4.6 Demonstration of Computer-Graphic Arm-Hand

Teleproprioception Aids

As noted in 4.3b, whether control is supervisory or purely manual, telepropriocep-

tion is a particularly difficult problem in remote manipulation. This is due both

to the lack of depth cues and to the lack of reference frame for both 'irientation

and translation movements of the manipulator.
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I Winey (1981) developed a clever computer-graphic display which has two functions:

1) It allows a neat controlled experimental measure of how different

l forms of teleproprioception affect performance.

2) It offers promise for in-situ use as an auxiliary to the normal

l video display of the actual remote hand.

J Winey's computer-generated arm-hand is shown in Figure 27. It was programmed on

the DEC 11/34 computer and Megatek 7000 vector-graphic display with hardware ro-

tation capability. The position signals from the master arm which normally are

fed only to the slave were also fed to a geometric model of the slave, which

a model drove a graphic likeness on the Megatek CRT display. Of particular interest

here are the added features Winey used in conjunction with this model and display,

and how they aid teleproprioception.I
A first novel feature was the generation of multiple orthogonal projections, as

j shown in Figure 27, instead of just one view. Two such views are sufficient in

theory to provide all the information (but any projection is trival to generate

once the model is worked out). Note that the precise geometry of the remote arm

is known and the control inputs are known. ThuM there is little uncertainty

about the configuration of the actual remote arm-hand relative to its own base -

unless the control system is functioning improperly, which would be indicated by
large position error feedback signals from the remote anm. In other words,

normally there is little need for the human operator to get from the video display
any teleproprioceptive information about the position-orientation of the remote

arm-hand relative to its own reference frame.

j Note also that, through use of the fast hardware rotation capability of the vector-

graphic display, the operator may in effect position himself (his viewpoint) any-

j where in the sphere surrounding the arm-hand.

This model-plus-graphic-display is exactly the equivalent of the "observer" in

automatic control. It is a computer-based internal model driven by control inputs,r any states of which can be observed by a person!

r
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Figure 27. Winey's computer-generated arm-hand in two views
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A second novel feature of Winey's display was the addition of "shadows" and a

surrounding "box", as shown in Figure 28, to aid teleproprioception.

A third novel feature was the addition of force reflection from a modeled environ-

ment. Here, in addition to the computer model of the arm-hand geometry, Winey

added a model of the deformation of environmental surfaces or objects in correspon-
dence to the degree to which some point or points on the arm-hand crossed over

their boundaries (Figure 29). He then fed corresponding force-reflection signals

to the master. In this way the human operator could feel the elastic forces of

surfaces pushed on just as he would if the actual slave pushed on and deformed

actual surfaces. in the present case,however, no actual surface exists. The op-

erator is manipulating and actually feeling the forces from a computer model!

A fourth display, used mostly for comparison purposes, was a separate indication

(the length of a oar) of the distance between the hand and the sphere. This he

called a "proximity indicator".

An experiment was performed to test whether certain of these displays provided

sufficient cues to be able to reach out and grasp a sphere as shown in Figure 27,

with no other visual cues (i.e. nc actual sphere, no actual TV picture. Each of

four subjects trained for two hours, then performed 80 repetitions of grasping

the sphere under four different computer-generated display conditions: (1)

single arm in a box with a shadow; (2) single arm plus hand-to-sphere proximity

indicator; (3) front and side (orthogonal) projections of arm; (4) proximity

indicator only. As noted in Table 3 of the time-to-grasp results, there were two

versions of the task, one where the sphere was static, the second where it was

moving. The force feedback was not employed in these experiments.

From Table 3 it is evident that the task was quite easy to do with the arm-

I plus-shadow, the arm-plus-proximity indicator, and the two-orthogonal-arm view
display, with the latter being slightly quickly than the others. Using only the

proximity indicator 'took far longer. Both means and standard deviations were

constant across the four subjects. By analysis of variance quite significant
differences between subjects and between the two forms of the task were evident,

in addition to the (most significant) differences between display types.

V
II
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Figure 28. Wineys use of "shadows" and surrounding box to aid telepropric-
ception
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Table 3. Results of Winey's experiment on time to grasp sphere under
different display aids

Task: Grasp a Sphere which is:

Computergraphic I
Display Aid_ Subject Stationary Moving

Avg Std.Dev. Avg. St(I.Dev.

Shadow 1 2.87 1.90 3.06 1.35

2 3.89 0.95 3.09 1.47

3 3.74 2.05 4.74 2,93

4 4.93 1.83 5.12 4,00

Front and 1 3.83 1.76 3.95 1.57

Proximity 2 3.77 1.07 3.54 1.26

3 3.73 1.26 5.56 5.73

4 3.91 2.90 4.43 •,51

Front and 1 3.08 1.14 3.60 i,30

Side 2 2.34 0.68 2.41 (1.76

3 2.83 1.11 3.77 ' .67

4 3.26 0.99 4.28 :39

Proximity 1 13.54 10.74 32.45 2V.40

only 2 12.55 8.16 23.65 1P.77

(no arm) 3 14.07 11.21 35.36 2'.51

4 20.90 11.21 34.44 3,. 14
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Beyond usefulness as an experimental device we believe such display aiding

te•Th es have great potential in real-time teleoperator control, especially

wherL ie video channel is of low bandwidth, where there "I sin~l transmission

tirae delay, where water is turbid, or where the manipulator hand is otherwise

o -cluded from view. In these cases by observing such a display aid in addition

to the norr I vim• the operator can get a continuous, clear view of the man-

j Du!.utor arm and hand configuration from any viewpoint, and he can get reference
cOistances from any known object. This feedback will generally be more useful

t,an that fr-,,i the video display - except, of course, for the relation of the

arm-hand to unknown or non-fixed environmental objects.

Finally, it may be useful to include the whole vehicle in the simulation, as

shown in Figu"- 30.

As with the display aids describe,' in the previous section this form of aiding
frr the display may be considered an important part of supervisory control.

4.7 Demonstration of Comouter-Graphic Aids for

Tel e-Touch

Using the vector-graphic display leveloped by Winey, Fyler (1981) created a novel

means for tactile probing and discovery of the shape of an unknown object or en-

vironment. This technique offers prcmise where the water is so turbid that video

is useless (and because acoustic imagiag is as yet unavailable). It is the analog

of a blind oerson probing in the dark by repeatedly touching at different points
on an ,bject or environmental surface in front of him and gradually building up a
"mental image" of what is there, continually guiding his touching activity on

the basis of what he discovers.

In performing "tele - touch" with a master-slave remote manipuiator, if there were
no dynamics and if force feedback were perfect it might be asserted that building

up the necessary "mental in.,ge" would be n; different than direct manual groping in

a dark room. However every operator knows that is not reality; the master-slave

manipulation itself is sufficiently cumbersome that one quickly loses track of

where contact has recently been made and what the arm's trajectory has been.

I
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Figure 30. Computer generated display of real-time vehicle plus manipulator
simul ation
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i In performing tele-touch where a computer is determining the trajectory rather

than a human operator's hand movements guiding a master, building up the "mental

3 image" is still more difficult.

i Fyler designed a uniqu2 touch-probe, a mechanical device which closes an electrical

contact when it encounters a slight force from any direction. Then he programmed

the 11/34 computer to determine and store the cartesian coordinates where any con-

tact (touch) is made. He displayed on the Megatek screen a projection from any

j viewpoint of cumulative points so stored. The operator can make no sense of such

a display so long as the points are fixed. But the instant the image of points
is rotated the shape and orientation of the one or more surfaces on which the con-

tacts were established becomes immediately evident. What is a "mental image in

the case of direct manual grasping or touching becomes an explicit visual image.

I Figure 31 provides some (unfortunately static) examples of such displays.

As more points are added, the definition of the surface or object becomes more

anparent. It helps somewhat to have the computer connect adjac.1., points with

I lines so that the best available "image" in three dimensio;'.- is a polyhedron and

its planar projection is a polygon (or, if both front and back surfaces of an ob-
I ject are touched, two overlapping polygons). When rotation is effected the

polyhedron immediately becomes evident. Rotation may be at a constant rate -

usually around an axis near to or transecting the surface or object of interest-

or may be controlled manually by a track-ball.

As contacts are made, points are added to the display, and what started out to

be a polyhedron with few vertices and faces becomes a smooth surface, or a

I recognizeable object. The first few contacts between the manipulator probe and
environment are made more or less at random. However, as the polyhedron takes

on form, it is evident to the operator wh3re to place the next few probes to
provide the most discrimination and not waste probing effort and time.

Another display trick Fyler demonstrated was to put the polyhedron into the

Lexidata raster-graphic display generator's look-up table in such a way that

•I the orientation of any facet of the polyhedron is determined. Then he "illum-

inated" different facets of the polyhedron on the raster display as a function ofI
I

Sii
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Figure 31. Random touch points o~n a sphere which generate a polyhedron.
As sphere is rotated the shape is easily perceived
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h the orientation of each facet - as if the sun or light source were at one angle
shining on a polyhedron (Fig. 32). Again the operator was provided a trackball,

in this case to let him move the apparant light source to any radial position
surrounding the object, the polyhedron in this case being fixed in orientation,

not rotating.

I 4.8 Experiments with Computer-Graphic Predictor Displays
for Remote Vehicle Control with Transmission Delay and

Slow Frame Rate

Another form of computer-based display aid is the predictor display. This is a

technique in which a computer model of the controlled vehicle or process is
repetitively set to the present state of the actual system, including the present
control input, then allowed to run in fast-time, say 100 times real-time, for sume

I few seconds before it is updated with new initial conditions. During each fast-
time "run", its response is traced out in a display as a prediction of what will

j ~happen over the next time interval (say several min~utes) "if I keep doing what I'm

doing now". The technique is about thirty years old, has been much discussed in

the human factors literature (see, e.g. Kelley, 1968), and has been applied some
to continuous control of ships and submarines. It still holds promise for a

variety of future applications.

Sheridan and Verplank (1978) used a predictor display for remote vehicle con-
trol when there is significant transmission delay (say mor'e than 0.5 seconds) and

slow frame-rate (say less than one frame per four seconds). Both of the latter

I conditions are likely to be present with long distance acoustic communication.

A random terrain was generated and displayed in perspective, updated every 8

seconds (Figure 33). A predictor symbol appeared on the terrain, continuously
j changing as the experimental subject controlled the motion of the vehicle,

through a one second time delay. Front-back velocity control was accomplished

I ~through corresponding position a joystick, and turn rate by the left-.right posi-
tion of the joystick. Also superposed on the static terrain picture was a
prediction of the viewpoint for the next static picture and an outline of its

I field of view. This reduced the otherwiqe considerable confusion about how
the static picture changed from one frame to the next, and served as a guide for

keeping the vehicle within the available f'keld of view.
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Figure 32. Polyhedron can be "illuminated" from one angle, and this
angle can be moved arbitrarily with a track-ball
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Spath to be followed simulated slow-frame-rate

pictorial information

I .- :..-_•- ._..
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superimposed predictorSof "current" vehicle oosition

S~point frcm which next
i picture will come

Fiur 33 Simulation experiments with predictor dipas(from Sheridan
and Verolank, 1978). Slow-frame-rate pictures (3 seconds per
frame) were simulated by computer-displayed terrain. The o~ath
to be fol'lowed was a ridge in the terrain. A moving predictor
symbol (perspective sQuare) was superposed on the static pic-
tire of terrain. The noint from which the next picture was

I.' taken was indicated with a "table" (square with four legs) and
the field of view was shown with dotted lines.
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Verplank showed that by use of the above two display symbols together, relative to
the periodically updated static (but always out of date) terrain picture, subjects

could maintain speed with essentially continuous control. By contrast, without the
predictor they could only move extremely slowly without going unstable.

4.9 Emergency Displays

If the computer has sufficient evidence of system abnormality, the first thing is
to get the supervisor's attention. The loudest klaxon horn may not be the best.

A sufficiently loud but not terrifying attention-getter followed by computer-
generated speech directing the operator's attention to the proper visual display
is probably better.

All too often the alarm signal is a false alarm in the sense that either (a) it is
triggered by an expected occurrence as part of an otherwise irregular set ef events

intentionally initiated by the operator, (b) it is an event which is an obvious
and necessarily concommitant of a more critical event, or (c) the alarm logic
itself is faulty. More sophisticated computer systems can be programmed with

sufficient logic to suppress alarms under the (a) and (b) conditions and to check-

up on and least raise the question of uncertainty if there is some evidence of
logic failure (c).

There is always the danger of multiple simultaneous alar-ms, where the operator
simply loses track of one of them in pursui'g the others. This is why it is use- )
ful to have computer generated lists with importance priority and/or time of

occurrt~nce specified. F'ashinq or chanoina colors of CRT displays or parts of
displays (e.g. component symbols on diagrams) is another approach.

Various proposals have been made for some operator-adjustable criteria for alarm
logic. This would work in the following way. If the operator had little to do
he could set the alarm threshold to be low; the slightest abnormality could

trigger an alarm. If the operator were very pressed, on the other hand, he could
raise the threshold, and only be bothered by alarms of greatest urgency.

Computerized alarm systems of the future should be able to provide not only the
basic alarm signal, but also tell huw serious are the circumstances, how confident



1 4-35

is the evidence, how urgent is the response, and perhaps even make some sugges-

tions, possibly with computer-generated speech, on where to go for more informa-

* tion or what to do in response.

i 4.10 Experiments in Smart-Display of Failure Detection/Location

Section 3.6 described Tsach's technique for detecting and locating failures by mak-

ing comparisons between measured variables in an operating system and corresponding
variables in an on-line model. To make this cognition aid to the supervisor effec-

tive the information must bE properly displayed to him. This can be said of any

such cognitive aid. The form of display can be as critical as the "smartness" of

the computation.1
An experiment was designed (Tsach, 1982) to test how quickly and reliabily a per-

j son could utilize a display based on Tsach's technique. For a second order system

both system (noisy measurements) and model (no noise) outputs resulting from the

4 same input were plotted against time on the horizontal axis and displayed as

"moving windows" offset vertically just enough to separate the traces. Sabjects

I pushed a button when they decided the two traces had become sufficiently different

that a failure had occurred (actually a parameter of the second order system had

suddenly changed).

Eight subjects did twenty runs on each of a 3 x 4 x 2 array of conditions:

- There were three types of smoothing (averaging) on the trace displays

1) the system output was smoothed, the model not
1 2) the model output was smoothed, the system not

3) both were smoothed

- There were four categories of displays in addition to the traces

1 1) none

2) an odds ratio derived by conventional Bayesian analysis from short

time samples of the two traces (before smoothing). Every few seconds

this odds ratio would change, based upon a rew pair of samoles.

3) indication of how long the odds ratio (probability of failure divided

bY probability of no failure) has exceeded unity.

4) (2) and (3) displayed together

SI
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-Half the time the second order model was cut so that the two state variables

were included in the relevant subsystem and submodel. Half the time the cut
left the subsystem and submodel as simple coefficients. In the former case

the output was nat~lrally much smoother than the input and a little delayed.

In the latter case there was only an amplitude ratio change.

Resulting decision times were not significantly different between "no added display"

and "time the odds ratio has been greater than one". However displaying the odds
ratio or displaying both odds ratio and time made for significantly quicker responses.

With respect to smoothing of the signal traces, if the subsystem and submodel traces

contained inherent smoothing (i.e. the state variables were included) additional

smoothing did not help. When they were only coefficients and when the system trace
alone was smoothed, or the model alone, detection was significantly quicker. It
was quicker still for the coefficients when both system and model traces were

smoothed.

When t~he odds ratio was used there were very few errors (misses or false alarms).
In the worst condition (.no smoothing on the traces and no supplementary display)
the hit rate was 0.89 and the false alarm rate 0.14.

Our conclusion is that some smoothing and the use of a supplementary odds ratio
derived from a Bayesian calculation makes the display of Tsach's failure detection/
location method easy and quick to comprehend and more reliable,
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g 5. CONSIDERATIONS OF RESPONDING

5.1 Extension of Conventional Manual Control Theory

I To Supervisory Control

In this report we have defined supc visory control tasks in a very general way to
mean primarily control of discontinuous multi-separate subtasks and include human

operator planning, teaching (programming), monitoring (including minor on-line ad-

lI justments), intervention (major take-over and shut down modifications) and learning.

If "supervisory control" is restricted to continuous control systems (or sampled

I more-or-less continuous systems) and only the minor parameter adjustment function

of the operator is considered, the resulting system becomes amenable to modeling

by direct extension of manual control theory.

Kok and Van Wijk (1977, 78) made an extensive study of a system (Figure 34) whichI can be considered an extension of the optimal control system, Figure 9, In their

system the human operator, based on a threshold function of various observed state

variables, the innovations (discrepancy) signal and costs, makes set point changes

in the optimal controller. They ran experiments with operators supervising auto-

matic control of a supertanker and got good predictions of when set point changes

would be made.i
White (1980) extended this model to human operator data, making similar adjustments
to a chemical plant.

Muralidharan and Baron (1980), in a similar vein, used an intermittently adjusted
optimal control model for human supervision of remotely piloted vehicles, where

the operator must both decide when to intervene and what discrete corrective ac-

tion to make.

These studies showed that observation noise, relative costs and the number of

tasks which demand the sharing of the operator's attention all affect performance.i
Sheridan (1976)proposed an expected-value maximization approach to model such

systems, both for sensing and for controlling. Superfically such a model can be

made to look like optimal control, though it is not.

II
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Figure 34. The Kok and Van1 Wijk model for supervisory control of a
s upertan ker
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There should be continued progress on such semi-continuous system adjustment

models. However the writer is doubtful that such models can cross the chasm of
£ essential discontinuity to cope with the range of supervisory control tasks

described at the beginning of this report. For example simple assembly or other

manipulation tasks and most process control tasks, when looked at over a long

enough time period, are simply not continuous tracking tasks.

5.2 New Opportunities and Problems with Computer-Aided

Supervisory Command and Control

a) Teaching and Initialization

Sometimes the human supervisor must teach the computer ab initio by writing a fresh

program to tell the HIS/TIS when to get what sensor data, when and how to interpret

con•ands from the operator, how to use stored data for smoothing, where to branch

depending on what contingencies, what control decisions to make based on all of
the preceding and how the actuators should interpret those control signals.

Much more likely, for any given supervisory control system, this software is already

in place, and the teaching task to be done is more one of "initializing" already
written programs by specifying parameters and conditions to make those programs fit

a given context and run to generate a display, to modify a control, etc.

The distinction between these two is not clean. Mostly supervisory controllers do
not think of themselves as programmers, and mostly they do not do ab-initio-teach-.

ing. But as systems become more complex the imparting of new knowledge from the

skilled operator to the computer in a form which the computer can understand will be

a major responsibility of human operators.

b) Interoceptive and Exteroceptive Control

From the Latin, these mean respectively control by sensing (feedback) from inside

the controlled vehicle or process (aircra,,-t engine thrust, potentiometers in the

• joints of manipulator arm) and from outside Lhe vehicle or process (distance to
ground, visual picture of object to be manipulated).

The former is sometimes called "onen loop" control, where e.g. a manipulator is blind

to collisions with obstacles. Interoceptive sensing tends to be simple, reliable,
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fast and cheap (except for inertial sensing) compared with exteroceptive sensin(i

such as vision, touch, radaretc. Interoceptive sensing may be necessary, whether

or not exteroceptive sensing is used, to provide good stability and fast control

of positioning movements. Exteroceptive sensing may be mandatory to align a vehicle

or manipulator to external objects. Ultimately it is not usually a question of one

or the other.

c) Analog vs Symbolic Control Devices and Codes

It is important that operation of hand, foot and voice controller devices be

"natural". That may mean several things. First, it means that the control die-

vice may be correctly selected as an analogic or symbolic control. If commands

are continuous in magnitude an analogic controller(knob, joystick, multi-degre,

of-freedom master arm) should be used and its direction of motion should corres ,,d
both with the direction of motion of the response as seen in the corresponding dis-

play as well as with the population stereotype of the system response. That is,

moving a speed control "up" should make the speed indicator go up and should in

crease speed. This three-way-geometric-sematic correspondence is called control
display compatability. The ultimate analogic control device is a replica of the

system, which the operato,' configures to be the way he wants the system to recon-
figure itself (system state) - a map or three-dimensional model, which may be

called a "local internal model".

If the coninand is a categorical selection, then a symbolic control (specialiTe(i

pashbuttoms or switches or general keyboard) is appropriate. The trend

in supervisory control is toward symbolic control devices, since they are more

suitable for knowledge-based behavior; analogic devices are mor- suicable for s iil- }

based behavior (Sheridan and Verplank, !978).

A -Full alphanumeric keyboard obviously allows a great range of symbolic statem•nts,

while isolated pushbuttons with spediil labels are not so suited. Ferrell (19; i)

showed that it is bezttr in simple constra(ned tasks to use a simple constrained
voablay As the "Cask becomes more complex the vocabulary, that is the softV,(Ire, I

should have a structure whicth serves as a nineino•lic and a guide to the user. Ft ex-

nple Chu Lt. al. (1980) demojnstrated a man3ipullat.,r command language structur, I in

correspondence to the manipulation task.

1~ 'I
tJ2
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d) Virtual Control Panels and Devices

The CRT is usually thought of as a display, but it can also be a control. If the3 picture or graphics generated on the CRT is that of a control panel, and if a

transparent touch panel (measuring the x and y position of applied finger pressure)
5 is overlaid on the CRT face, then the operator can operat~e the computer-generated

- control panel (a virtual control panel). For example, a computer-generated pocket
calculator's display will indicate the result of a series of virtual button-presses

N on the CRT overlay (Figure 35). A light-pen or tablet or mouse can also be used

to control a cursor on the virtual control, but these are slightly more cumbersome.

I It is likely that virtual control panels will come into increasingly widespread

use.

The virtual control panel needs to give the operator some feedback that he has

j "made contact", some equivalent of the force detent on a push button. This can be

provided either by a sound or by the display itself changing in some way.

Paging is useful with virtual control panels as well as with computer-generated dis-

plays. In some cases, continued display of the same control panel is appropriate,

I with only numbers or pointers or bars changing. In other cases, once the operator

has entered certain required data using the proper control panel, it then would be

appropriate that he go to a different control panel and interact. If the computer

knows that it can anticipate his need and bring him the new control panel inmmedi-

* j ately on the same CRT. This is a form of "paging down", as discussed earlier in
conjunction with informatlon seeking, but in the present case it is a control pro-

j ~cedure. In fact, if the CRT virtual control panel is combined with the CRT infor-

mation display, in the process of "paging down" the distinction between display

and control device essentially disappears.

tVirtual control panels may be formatted to the operator's taste in the same way as

information displays. Virtual contro', panels may soon be used in conjunction with

computer recognition of voice commands. These technologies are new; insufficient* [ experimental work has been done.

* [ e) Authority vs Deference, Trading vs Sharing

Another problem which arises in the context of supervisory control is the degreet

to which the supervisor is authoritarian as opposed to being deferential toward

the computer. At the extreme an authoritarian human supervisor always gives the



5-6

ILPI.

ES) CU

Figure 35. A virtual pocket calculator generated on a CRT and operable

through a touch-panel overlay .
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9 orders to the computer, never takes i t ' cooperates with requests from
it. In this case presumably the coma' "',, .pc , .'ick" for more orders either

when it is finished with its assigrimen. or is tr..t ana .annot finish.
At the extreme of deference the supervisor . says to the computer "You

gI do what you think is best and tell me w,-, you wq :e to do".

Somewhat orthogonal to the authority-deference dimension is whether the operator's
relation to the comptuer is one of "trading" (back and forth in alternating series)

or "sharing" (operating in parallel). In trading the supervisor says to the

I computer, in effect, "you do what you can do, hand it back to me and I'll do what

I can do, then I'll hand it back to you, etc." In sharing the supervisor says

"You do some parts of the task and I'll do other Darts at the same time." Authori-

tarian sharing is "I'll do what's easy for me, you do the rest" while deferential

sharing is" You do what's easy for you, I'll do what's left".

We are gradually understanding these problems more clearly as we develop demonstra-

tion command language (see 5.4 through 5.10).

4. f) Zoom Control of Degree-of-Abstraction

Such zoom control for displays, for a given situation, lets the operator view the
display in term of .. irrowly focused skill-based considerations and events or, at

other extreme, in broadly focused knowledge-based considerations and events. In

like manner a zooi,; control for controls would adjust the hardware and software in-
terface (control devices and associated command language) at one extreme to allow
operator issuance of specific commands or detailed assignments, or at the other

extreme to give broad policy directives, criteria or goal statements.

g) Prompts, Edits, Threats and Defaults

A sophisticated and cooperative computer will prompt its user, i.e. give reminders

and suggestions as to what commands are appropriate next. But he m1y ignore or in

[ some cases suppress this help if he is confident that he doesn't need it.

SIf the operator's command entries make some sense to the computer it can try to give
him some editing feedback on the spelling of the proper alternative commands or the

[ syntax, etc.
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If the operator is too relunctant or recalcitrant the computer might indicate that

it can only sit and wait for so long, or if clarification is not forthcoming it

will return to an early point in a program, etc.

Finally, the computer must have default values and subroutines which it uses

when "better" (syntactically proper, sufficiently recent, etc.) entries are not

made by the operator. Thresholds or criteria for using the defaults are then re-

quired.

h) Too Many Response Options

As with displays, there is the danger of con~using the operator and degrading sys-,

tem performance by having too many response options. If there is an easily re-

nmembered structure for response options, and if this structure is provided in

hardcopy (labels, placard, etc.) on the control panel, a larger number of options

are tolerable. The worst case is when a response option, appropriate to a situa-

tion which ocrurs rarely but then is very important, has a coding superfically

similar to that of other commands, and does not fit into a neat and easily .

remembered structure, and has no available hard-copy explanation. In this case

erroroneous response is probable. .I

5.3 Special Teleoperator Control Problems

a) Absolute and Relative Coordinate Frames i1

It is convenient to program a manipulator arm in a coordinate frame which is fixed -;

to the base of the manipulator. It would be nice if the positions of all objects

in the environment were known in this same coordinate frame.

Unfortunately the base of the manipulator, for example when attached to a moving

vehicle, may move relative to the environment. Also, and this is probably the

more important problem for supervisory control, either or both initial positions

and final (goal) positions of objects may change for a given subroutine. In both
cases it is necessary to map one coordinate frame into another, i.e. specify any

point, originally given in one set of coordinates, by values of another set of

coordinates.



K 5The latter case occurs where one wishes a programmed manipulator to "do the same
j ~thing" to another object in a new position, and/or ':o end up in a new location.

3 ~Reprogramming the whole sequence of operations is no3t necessary. However the

computer must. be told (ir~itialized) with the three position and three orientation

vectors of the start and/or end locus of the new obiject relative to the base
reference frame (Figure 36). This can be done in a number of ways, but an easy
method is for the operator to do it with master-slave position control.

Getting or returning a tool or other object to the same location in earth coordinates,

j even though the manipulator base has moved relative to earth, is an example of the

same thing.

Experiments in which a human supervisor initialized computer controlled man1pulation

I subroutines are reported in 5.4 - 5.6.

Ifb) Relative Motion Compensation
Ifan object to be manipulated is initially moving relative to the base coordinate

frame, it is difficult for the human operator to initialize or to perform direct
manual contro'l on this "moving target" by Joystick or master-slave control. If

the object's motion is known or can be measured it is possible to have the computer

I make the manipulator move automatically to compensate for this relative motion.
Then any joystick or master control inputs are added to this, as though the object

were fixed. In 5.7 we report experiments which demonstrate a technique for effect-
ing this computer aid.

c) Manipulation Accommodation

j When a person puts a peg in a hole he "accommodates" in two ways. First, as he

presses it into the hole it tends to move so as to align itself with the hole. If
j his grip on the peg is not perfectly aligned, the peg will tend to exert a force

on his hand in a direction such as to move the haiid and relieve the force. If
the hand is relaxed, i.e. the hand or skin is elastic, it will be driven passively
in that direction even if there is no sensation of the force and no active muscle

v ~involvement. This is "passive accommnodation". If there is sensation and the per-,
son actively moves his hand so as to null out the force, this is "active accormio-

dation". Theoretically the latter could occur even with a perfectly rigid peg,

hole and hand. In reality, accommodation occurs in skilled neuromuscular behavior
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Ix

Figure 36. Initializing new object reference frame relative to base
reference frame

.............
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I by a combination of passive and active response. This is true not only for putting

a peg in a hole, but aiso for opening a door (accommodating to its circular are

I without pulling it off its hinges) and other common manipulation tasks.

j The need is to provide aiding for a teleoperator to do the same thing. Passive aid-

ing can be achieved by making gripping surfaces and limbs sufficiently elastic, but

this causes other problems, including positioning inaccuracies, vibration, etc. Ac-

tive accommodation requires computation both for measurement and control.

i C.S. Draper Laboratory (1977) has developed a unique passive accommodation device

based on "remote center compliance", and shown how added strain guages and active

computer accommodation control can make manipulation performance even better.

d) Bandwidth, Time-Delay and Visco-Inertial Lag

We noted in 4.3a how bandwidth constraints of a communication channel between op-

1. erator and teleoperator force degradation of a display. The degradation of resolu-

tion, grayscale and frame-rate of the display may produce degradation in decisions

i about what direct real-time control movements to command or what automatic sub-

routines to call up.

But control is degraded in additional ways. A low bit-rate means that after a

j command is sent by the operator to the HIS (longer for a more complex command) it

may take some time to get the whole message to the TIS. If there is a transmission

time delay due to the communications medium itself (ore second per 5000 feet for

sound transmission in water, 1.5 seconds for electromagnetic transmission to the
moon) the TIS will receive a control signal at least one time delay after the in-

formation is fresh, actually longer due to the low bit-rate added to the delay for

completion of a message. In continuous direct control such a time delay is present

1going both ways, generally causing instability and forcing the operator into a very

tedious "move-and-wait" mode of operation (Ferrell, 1965). Supervisory control re-

I lieves this problem, in the sense that only the supervisory commands are delayed,

but these are not so dependent on immediate feedback, and the TIS control loop

~ stability is not dependent on the supervisory commands. The tightly coupled con-
i trol loops, those from which stability is determined, are closed locally to the TIS

i.e. with no time delay.

___ . . ". ----- -- . -
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Use of a predictor display, as described in 4.8. may be useful to the supervisor

whether human control is supervisory or direct. Also, if there is some visco-

intertial lag in the vehicle or manipulator being controlled, there may be some

deleterious effect of the time-delay.

5,4 Implementation of a Supervisory Controlled

Telemani pulation System

A supervisory control system for a manipulator called SUPERMAN was implemented in

the laboratory by Brooks (1979). It used our Argonne E2 force reflecting master-
slave manipulator. Both master and slave arms have all six degrees-of-freedom

plus grip and are driven by AC 60-cycle servomotors. All fourteen motors have
both potentiometers for position feedback and tachometers for rate feedback. The

system was modified to accept commands from and to return position feedback to an

Interdate Model 70 computer. through an A/D converter. Details of the equipment

are found in Brooks' report.

The aim was to provide a system which could be taught or progranned by any mix of

analogic commands from the human operator (master positioning and force signals

through a seven degree-of-freedom master, or a conventional spring loaded joy-

stick) nd symbolic commands (conventional alphanumeric keyboard, special push-
botton console), with various degrees of computer control.

For example some types of computer control which were "built in" to the system I
were:

1) terminal point control: operator or computer specifies final

position of end effector, and computer determines trajectory;

2) path control: operator or computer can specify path constraints

which determine trajectory;

&) resolved vector control: operator or computer specifies an end

effector displacement along a coordinate fixed at the end-

effector, and the computer determines joint angular displace- I
mentr to achieve it;

4) resolved rate control: operator or computer specifies rate of end

effector movement along a coordinate fixed at the end effector, and

the computer determines the joint angular velocities required to

achieve it;

a
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I 5) force control: operator or computer specifies end effector force

vector, and the computer determines required joint torques.I
Figure 37 diagrams the SUPERMAN system. Figure 38 shows the hierarchy of computer

modes and corresponding instruction codes. In STANDBY the computer may branch to

EXECUTE to receive on-line action commands from the operator to execute what is in

I the task file, may give in to a TAKEOVER by the operator, may STOP, or may receive

other specifications of how to control. In DEFINE the operator may enter commands

through the specialized console DASI, or may go to EDIT to modify a previously de-

fined command string. In some cases pseudo natural-language is used for communica-

Ation: "IF FORCE > XXX, INCREMENT DOF XXX"; in other cases it is highly abstract.

Brooks' report describes the command language in some detail and gives a step-by-

step example of teaching the manipulator to take a nut off a bolt and put it in

S I a box. The steps are shown in Figure 39 without explanation.

5.5 Experiments to Compare Surervisory Control of Telemanipulation

with Direct Manual Control

I |Brooks conducted extensive laboratory experiments in remote manipulation with the

SUPERMAN system to evaluate supervisory control in comparison to: (1) fixed rate

I control (positive-off-negative by means of a separate switch for each degree of

freedom); (2) variable rate control (continuous adjustment for each degree-of

freedom by means of a joystick); (3) master-slave position control with no force

I feedback; and (4) master-slave position control with full force feedback. He

used six tasks: (1) retrieving a tool from a rack; (2) returning a tool to a

rack; (3) removing a large nut from its bolt; (4) picking up blocks and putting

them into a bucket; (5) opening or closing a valve; (6) digging sand and filling

a bucket. In each case the subject was instructed to perform the task as fast

as possible without making errors. Both average time to complete the task and

I 'errors were recorded. The above two-way combinations of treatments were repli-

cated for both mono and two-view video arrangements.

Three subjects were used for the first four tasks and only one for the last two

tasks. Eich three-way combination was repeated five times to obtain a mean and

standard deviation. Unfortunately the subjects were not always the same and

had differing amounts of training; but the relatively consistent results showed

[ that this factor of variability made little difference in relative performance be-

tween control modes, and this was true across tasks.
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KEYBOARD

DASI

MASTER ARM SLAVE ARM
OR JOYSTICK /

Figure 37. Diagram of Brooks' SUPERMAN supervisory control manipulator
system
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Figure 40 illustrates the comparison of manual control in each of the four modes

(with both one and two video views) with each other and with supervisory control.
Note that in this experiment supervisory control consists of two phases. The
first is an initialization phase where the operator gives the master manipulator
arm its initial position conditions and operates the correct push buttons on the

specialized console. It, the second phase the computer executes the operation in-
dependently of the operator. Note that in the digging task the initialization

phase is much longer than in the nut removal task, and hence in some cases master-

slave control is better.

Table 4 gives the data for all tasks and subjects separately, the numbers being

ratios of' completion time for manual control in the given mode to completion time

for supervisory control. Note that the subjects, even though of varying levels

of training, are not so different, and that there is hardly any difference between

one and two video views. It is evident that master - slave was sometimes faster
than supervisory control, but neither joystick nor switch control was ever faster.'

Whaz is remarkable about these results is how good even this first implementation

of supervisory control in telemanipulation proved to be for the:a ideal conditions •

for manual control, i.e. no time delay, no intermittent display, goad video feed-
back in other respects as well, no requirement that the operato' tVme-share his

attention with other tasks. Were any of these factors significantly less than

ideal it is fairly clear that supervisory control would show much greater ad-
vantage over direct manual control.

71

Brooks also noted that subjects were considerably more fatigued after work in

the manual control mode than in supervisory control.

5.6 Refinement of Conmand Language for Supervisory Telemanipulation

Yoerger (1982) has extended the work of Brooks by developing a much more robust and
general-purpose command language and associated software structure. This work has
proceeded at two locat;ors simultaneously. The first is at the MIT Man-Machine

Systems Laboratory, usingj the sime Argonne E2 manipulator that Brooks used. (How- 4
ever in this case the manipulator has been interfaced to a PDP 11/34 computer and an
AN 5400 A/D converter by Tani (1980)). The other is the EAVE-WEST submersible

- -...
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S~Figure 40. Brooks' experimental results comparing direct manual control with
supervisory control (sum of manual "location" initializing plus
"computer" times). MS means master-slave, FF8 means force-feedback,

YI " JVRC means joystick-variable rate-control, SVRC means switch-
Svariable rate-control. Data are shown for three different tasks.

S~and for one and two video views.
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vehicle in Heckman's laboratory at the Naval Ocean Systems Center, San Diego. The
latter has a five-degree-of-freedom arm-hand (plus grip) and Is driven by DC torque

motors through harmonic drives, with position feedback.

Yoerger's system draws heavily on and combines the contributions of others:

I - movement descriptions which are 4 x 4 transforms (Uicker, Pieper, Brooks)
- both relative and absolute movements (Brooks)

j- both analogic and symbolic input (Verplank, Brooks, Gossard)

- task-oriented supervisory command language (Chu, Crooks, Freedy)

- structural programming constructs (Dykstra)

- binary sensing routines for manipulattir-environment interaction (Grossman)

S- use of touch sensor (Flyer, Wood, ot•iers)

- FORTH computer language extensibil 4ty (Moore)

- supervisory control (Sheridan)

The primary design goal is that this system is to be used by people, unlike other

Ssystems based primarily on compatability with machine vision devices, CAD/CAM data

bases, etc. It uses an English-like command syntax. It has an interactive and

i non.-mathematical symbolic interface to the Cartesian mathematics. While the In-

terface is less general than in some other systems, it is easier to understand. It

i is oriented toward computer-literate people, but little knowledge of manipulator

computation is required.

I The use of analogic, symbolic relative and absolute movements may be mixed freely.

There are three types of analogically defined movements:

1) POSITION. It is defined by moving the arm there. When a position

command is encountered the arm is servoed there, using an internal

4 x 4 transform.

2) MOVEMENT. Both initial and final positions are given to indicate a

relative movement to the computer. Subsequently the computer

executes the movement with the most direct trajectory relative to

whatever its current position is.
3) PATH. This is both defined and executed as a series of positions.

,[I

IL . . . I N I I ,,r . .. .
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Movements may also be defined symbolically, by use of the keyboard, where dis-

tances can be specified. Conanands exist for relative translations, such as UP.

RIGHT, FORWARD, etc. Commands for relative rotation are PITCH, YAW and ROLL.
As the NOSC arm has only five degrees-of-freedom, the third rotation cannot be

specified. OPEN and CLOSE commands refer to the manipulator grippers.

A "task level" controller allows the operator to function at a still higher level.

The simplest form of task level control consists of grouping movement commands to

make a procedure, for example

TURN CLOSE 90 ROLL OPEN -90 ROLL:

defines a procedure named TURN which closes the grippers, turns the hand 90 de-

grees, opens the gripper, turns the hand -90 degrees. Such a procedure can be

executed 10 times by

OPEN - VALVE 10 TIMES DO TURN LOOP:

Another example is the definition nf SEARCH to move the arm forward in 1 cm. in-

crements until the touch sensor reports that contact has been made.

Another principal contribution of Voerger is the use of the manipulator with

touch sensor to actively model the environment and use that model to execute a

task. The needs for undersea operations are seen as different from those de-

veloped at artificial intelligence laboratories where movements of the manipulator

are implied by stating a desired relationship between two relatively known ob-

jects. In the undersea situation the environment is essentially unknown, and

one must start with first-order assumptions such as that a surface has been
contacted which is either flat or curved. One might like to determine precisely

what and where it is so as to perform a scanning or other operation on it.

For example, if the operator decides he is in the vicinity of a planar wall he

types PLANE WALL dnd the manipulator searches, i.e. touches the surface at three

points and computes the coordinates of the plane so defined. The operator can ad-

just the size and shape of the triangle used to define the plane. The operator

can later return to the nearest point on that plane by the command WALL MOVE, or

perform a patterned raster or other sran across that plane by the command WALL

SCAN.
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If the operator decides a curved surface would be a better model for present pur-
poses he may command SURFACE CURVED, which identifies the surface as a series of

planar surfaces, the coarseness of which may be adjusted by the operator. CURVED

MOVE, CURVED TRAVERSE, INSPECT and PLACE SENSORS will perform the expected opera-

tions relative to this curved surface.

Experiments with human subjects using this command system on various manipulation

tasks are in progress at this writing. Task completion time and quality of per-

formance are being studied ar a function of control mode, syntax, terms,etc. as

well as constraints on the video bandwidth.

5.7 Experiments with Relative Motion ComDensation

in Telemanipulation

4 One problem encountered in remote manipulation of objects undersea is that the

manipulator base may move relative to the object being manipulated, and this

makes either direct manual control or supervisory control difficult. This rela-

tive motion occurs either because a manipulator is being supported by a vehicle

which is hard to hold steady agaiinst ocean currents or other disturbances, or be-

i cause the object being manipulated is being so buf-eted, or both.

A means to overcome this is to make some measurement of the relative changes in

displacement and orientation between manipulator base atrd object, either by op-

j tical, sonic or mechanical means, then to compensate for k-hese changes by added

motion of the end effector. In particular, the use of a mechanical "measurement

j arm" is discussed by Brooks.

Hirabayashi (1981) inmplemented such a scheme experimentally, He constructed a

six degree-of-freedom (all angular movement) measurement arm whicL was lightweight

and flaccid (offered little restraint). A six-degree-of-freedom Ja-obian matrix

* j transformation then allowed determination of the relative displacemeo't of any ob-

ject to which the measurement arm was attached.

Using a task-board with holes into which pegs were to be inserted, Hirabayashi

drove the task board with a continuous random Dositioning device (three degrees

of freedom, roughly 0.2 hz bandwidth, 6 inches root-mean-square amplitude.) He

I
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then attached the measurement arm to this task board, and used the resulting mea-

surement of displacement to produce a compensatory dis, lacement bias between the

master and slave.

When the arm was under computer control it compensated to within 0.2 inches, even

with a crude three foot long measurement arm. When the arm was used in direct
master-slave control it was found to be much easier with the compensation than with-

out it to put pegs into the holes In the moving task board.

5.8 Simulation Experiments with Supervisory Control of

Undersea Vehicles

At the time of this writing various simulation experiments are in orogress with

supervisory control of vehicles, but little experimental data are available as yet.

We have built a tethered three-wheeled laboratory vehicle shown in Figure 41 to

simulate for an operator ti*j real-time control of an undersea vehicle. Its wheels

turn and drive in synchrony. A video camera is mounted on a tiltable arm which
moves up and down on a column, which in turn can rotate on the wheeled base. All
five degrees-of-freedom are driven by stepping motors and serve to displace the v~deo

camera in five degrees-of-freedom, the missing degree-of-freedom being rotation of
the camera around its own axis. The operator sits at a console and sees on a
monitor what the camera sees as it maneuvers relative to a scale model of an en-

vironment. The operator gives supervisory commands through a standard keyboard to 4
an 11/34 computer which in turn gives rate signals over a wire to an on-board Z-80

computer, which in turn outputs pulses which drive the stepping motor translators.

Preliminary tests by Messner (1982) compared supervisory position control (where

the video camera is commanded to move approximately to a certain location and

orientation in five degrees of freedom) to direct manual (switch) rate control

These showed supervisory position control to be much easier to use for translation

and rate control easier to use for orientation of the vehicle.

The computer-graphic display of a vehicle with manipulator arm attached (shown

in Figure 30) has been matched by Kazerooni (1982) to a real-time hydrodynamic
model of a vehicle, its thrusters, its sonar and its control system. The para-
meters of this model have been adjusted to match a variety of real vehicles in-

cluding Woods Hole's Alvin and Hydroproducts' RCV-150. Then supervisory control

schemes can be evaluated by being "test flown" on this simulator in real-time by

a human operator.

iU
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Such a computer model can also be inserted between the human operator and the
five-degree-of-freedom video camera-mover to create a realistic simulator similar
to those used for aircraft.

5.9 Emergency Control and Ultimate Authority

Emergencies in large, corlowi.x capital-intensive, risk-producing man-machine
systinmq pose very special problems of authority and style in man-computer

cooperation.

One philosophy is that when the emergency is sufficiently critical and if that
criticality can be measured, an automatic system should seize control from the hu-
man operator and take immnediate action. In a supervisory system, where it may
take some time for the operator to figure out what is going wrong and what to do

about it, and since an operator under stress is likely to be less reliable than
otherwise, such automatic take-over is a good idea. This is the philosophy of the
"safety system" required by law in all western nations' commnercial nuclear re-
actors to drop in control rods and perform other emergency control functions,

Another philosophy is that if the state of the system is sufficiently evident and
if the operator is normally in the control loop or capable of getting back in the
loop quickly, as in piloting a fighter aircraft, let him trigger the automatic
system. The ejection seat is much a system.

Should the operator be able to take control back from the automatic emergency con-

trol system in case he sees that it is not doing the correct thing? Again the pre-
vailing attitudes are colored by circumstance. In the nucle~rs po~wer plant the
attitude is pretty much "no"', since automatic control evants occur too quickly for

him to comprehend. Exceptions are made for corrections to longer time-constant

events which unfold more slowly following the first automatic response. For the

aircraft pilot, the feeling is "yes" exemplified by the fact that while making an

automatic landing the pilot can inmmediately recover control eithier by pushing a
yellow button or by jerking the control column.
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I Thus, in the supervisory control systems of the type we are concerned with the

trend seems to be for the supervisor tV defer to the automatic system, much as

j a good marager would defer to a skilled technician, stepping in when both (1)

there is ample evidence that the technician has gone awry and (2) there is time

I to find another approach. Ultimately the supervisor takes the position toward

the computer "You may complicate life for me, hurry me, take over control from

me, and even make me look silly, but ultimately I can pull your plug!"

Operators should be trained in how to deal with the automation during emergencies,

I and the simulator is the best means of doing so. Simulator exercises for this pur-

pose should not be of expected, standard scenarins, but situations the operators
have never seen before. Operators should be taught to allow the automatic systems

to operate until certain conditions obtain, based on knowledg; of how they work.

He should also be provided with tools and procedures and criteria for orderly
take-over and, if necessary, implementation of "fail-soft" abort.

5.10 Telling a Computer How to Decide

The ultimate human response problem in supervisory control is not the planning or

programming of the detailed tasW procedures, the adjustments or trimming during

monitoring, or the more substantive interventions In case of emergency. As we un-

derstand better how to program computers to make them smarter they surely will be

able to recognize patterns and make quicker and more reliable on-the-spot control

decisions than people can. Inescapably the most difficult problem will be to en-
dow the computers with the most profound aspect of human intelligence - our values,

mores, or utilities, i.e. our bases for decidinq what is good and what is bad and
how to weigh the relative worths of different events based upon what is knowable

and measurable.

I Explicating "values" is not a new problem; it is ancient one. But the potential

for intelligent computers to be our servants and colleagues in system control tasks

forces a return to this fundamental problem. We include under the rubric "values"

the concepts of utility or relative worth, probability or expectation, and relation
(causation, correlation and membership).

I
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Methods of elicitation and analysis of subjective judgements of such variables has

long been the business of psychophysics, but the computerization of both the elicita-

tion and the application of such data is relatively new. Yntema, Torgerson (196i) anc"

Yntema and Klem (1965) have proposed useful techniques for combining single-attribute
worth judgements in multi-attribute predictions of wkrth. Keeney (1962), making

some additional assumptions to make the mathematics rigorous, has extended these
ideas to "multi-attribute utility theory". Sicherman (1975) developed a practical

man-computer program for evolving a person's multi-attribute utility function. .1
Utility methods require quantitative attributes to be understood by the judges from

the outset. Multi-dimensional scaling (Shepard, Romney and Nerlove, 1972), start-

ing with "dissimilarity" judgements for all pairings of a set of objects or events.

determines that set of attributes which best discriminate the data. Computer pro-

grams are available which map the set of objects or events in a space of up to four

or five dimensions. -L

A new approach for telling a computer how to decide is the theory of "fuzzy sets".
Each input or output variable (from or to the environment) is characterized by a
membership function which specifies its degree of association with a linguistic

term or "fuzzy variable". For example, in driving, when the car ahead is 50 ft.

away it may be considered 0.7 "close", when 20 ft. away it may be considered 0.95

"close". Then a set of statements is elicted from a judge about a task. For ex-

ample, when the car in front is "close" and "stops quickly", then his judgement
is "brake hard"; when he is farther way" and "stops quickly or gently", then he

judges "brake gently". Fuzzy logic algorithms then are applied to such state-
ments and generate a truth table. This provides a quantitative input-output "ac-
tion matrix" which the computer then can use for executing control automatically.

A human operator can continue to "tune" the computer's judgement, especially

for rare events (buharali, 1982).
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16. MATCHING CAPABIL TTIES TO TASKS AND EVALUATING PERFORMANCE

I6.1 Tasks arnd Tools 
i ksSupervisory control is emerging because it is a better way of doing certain tss

As a means to combine people, computers, arnd artificial sensors and effectors, one
is interested to compare it with oth~er (non-supervisory) ways of doing the same

Itasks. These might include: human only (with essentially no mechanical aids); hu-
man augmented by artificial sensors, effectors, displays or controls (but no
computer); further augmentation by significant computation but with no control loops

I ~closed through the computer; and automation only (with no human control), as Inl Fig-
ure 1.

The planning, intervention and learning modes of supervisory control can be imple-
I mented in any of the first three ways, i.e. a person acting with or without help

from artificial devices. During monitoring the human operator can turn his atten-
I tion away so that system (5) in Figure 1 (complete automatic control) exists

momentarily. Thus in considering "how much" supervisory control to employ it is
worth asking (1) what type and what extent of sensory or cognitive augmentation

(S,C or R) is appropriate, (2) for what length of time, (3) in which of the five
supervisory functions this aid would be useful.

The various sensory-computer-motor aids or augmentations can be thought of as "tools"
I given to the human operator by which he accomplishes the tasks he is assigned. But

the tool must first be matched to the user, just as a carpenter's hand tool must be
j matched to the size and strength of his hand, before he can think of its effective-

ness in a task (really the effectiveness of carpenter-plus-tool). This is represented
in Figure 42. The operator's capabilities (strength. speed, discrimination, etc.)
must be matched to the requirements (force, accuracy, etc.) of the tool or instrument,

r while the operator's requirements (for sensory feedback, avoidance of over-loading)
I. must be matched to the way the tool behaves. Once this match has been made one can

consider matching the capabilities of the operator-tool combination (e.g. in informa -II tion sensing or response) to task requirements, and the capabilities of the task to
provide information and disturbance to the requirements of the man and tool.
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Another useful metaphor of the supervisor-computer (plus sensor-effector) relation-

ship is that of the human staff-aid or consultant. The employer and employee each
want to know what the capabilities and requirements of the other are so they can

work together. Since now we assume intelligence on the part of the instrument we

might add goals and intentions to the list. In fact, as previously noted, we carry

in our heads mental models of and norms for our employees or employers. Sophisticated,

I coor-rating employees and employers may, on this basis, be likely to communicate to

each other their requirements and capabilities.I
Generally as tasks become more complex (informational or therv..dynamic entropy can be

i used to characterize complexity) the degree of automation decreases. This is be-.

cause we just don't know how to exolicate such tasks: we do them intuitively or art-

i fully. Figure 43 suggests this relationship. The capabilit. J any supervisory con-
trol system may be plotted qualitatively on these coordinates, technological per-

fection being the upper right-hand corner.

6.2 Criteria for Matching Computer Augmentations to

I Supervisory Operator

Ten criteria are listed in Table 5, with ordinal "applicability ratings" estimated

for each supervisory function. Speed of use is very important during emergency
intervention, important during teaching and monitoring which are routine, less im-

portant during planniig and learning w,•;•n are off~licne. The next four items, while
qialitatively similar to each other, have diffe-nýnc degrees of importance for the
different functions. Transparency of system ste: is important primarily with

resp-:t to systen operation. Display integratioi is inherent in planning and learn-

ing from experience. Compatability with internal modeling must be strong to have

planning dnd learning take place, while in other functions it is not the most
essential. Naturalness is most important in teaching and intervention, when con-

I trol-display compatability is cri,ical. Mental workload and stress are obviously

most relevw t during functions of operation, and especially emergency interven-

ji tions. Mental workload is discussed further in 6.5. All supervisory functions

must be somewhat precise and accurate as they affect the others. Learning from

j experience obviously requires the most memory to record experience, while teach-

ing takes the next most to allow command fle;ibility. Intervention poses the

greatest risk since by definition it happens when the system is at risk. Monitor-

ing probably deserves a bit more attention with respect to economic cost since

that is where the time is spent and failures are detected.
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Figure 43. Qualitative relationship between task entropy (complexity) and
degree of Automation. The diagonal from upper left to lower
right is a "frontier" of development.
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Table 5. Applicability of various criteria to evaluating the augmentation/
aiding of supervising functions. (0 is least applicability, 3 is

I greatest).

SUPERVISORY FUNCTION
CRITERIONN T T T :N J LEART
1) speed of use 1 2 2 3 1 9

S2) transparency, ability to see 0 0 3 3 1 7
through to system state

3) integration of variables into 3 1 2 2 3 11
meaningful picture

4) compatability with internal 3 2 2 2 3 12
modeling

5). naturalness of operation, dis- 1 3 2 3 1 10

j play-control compatability

6) mental workload, stress 1 2 2 3 1 9

7) precision or accuracy of opera- 2 2 2 1 1 8
tion

8) computer memory allocation 2 1 1 1 3 8

9 ) reliability, risk 1 2231 9

ii

0" lO) ca.ýmic cost 1 1 2 1 1 6

,iTOTAL Z 15 16 20 22 16 89

0

11

I-
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Other criteria apply and are likely to be used in due course. This table is in-

tended primarily as an example of how criteria can be developed.

6.3 Some Methods for Analyzing Supervisory Control

The number of analytical methods which can be applied to supervisory control is

surely a function of the number of interested analysts. We will discuss only two

candidates.

a) Time-Line Allocation Ratios for Activities

Figure 44 shows a time-line for various activities the supervisor might engage in.

ifhree bands for S(sensing), C(cognition and R(responding) indicate broad categories

of supervisor behavior. Numbers on blocks of time identify particular subcategories

(e.g. observing a display of a particular system variable, modifying or initializing

a particular program). 0 indicates time duration, U indicates time between updates.

We could have a separate time-line for different computer activities (these can be

simultaneous with human supep~visory activities) but for simplicity we show only

the supervisor. We also assume that any time not observing disp~lays or modifying

programs (both of which the computer can measure) is "thinking".

Various sums or ratios of these times can be determined to serve as indicators of

efficiency, for example:

- the total fraction of time spent engaging in a particular activity

- the total time spent observing variables related to a particular

response divided by the time spent programming that response

-the time spent engaging in a particular activity divided by the

time between updates for that activity

b) State-Dependent Transition Probabilities for Activities

Figure 5 showed a matrix of activity categories among which the supervisor may

allocate his attention. Dimensions were: tasks; the five supervisory functions;

knowledge, rule and skill-based behavior; SCR categories and activities within

each of S, C and R. For the HIS and TIS computers there were similar but reduced

matrices, lacking the supervisory function breakdown.
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Figure 44. Hypothetical time-line for different supervisoryv activities
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The statc-dependent transition probability is the probability that, given that

attention is allocated to one cell in this matrix, the next activity will be some

other cell. This may be represented by a two-dimensional matrix, where rows are
all possible "present" activities and columns are all possible "next" activities.
The cells allow for all possible transitions from any present to any future activ-

ity. The diagonal cells have no meaning in this case.

To measure such transitions "within" the human supervisor would be difficult, since
it would require some observation or verbal protocol technique. It would be easier
to measure activity transitions within the HIS, since the HIS itself could do the
bookkeeping. This would be an indication of how the supervisor was interacting

with the HIS, but it would not tell the full story of huTwen f"rn-grain attention

switches, say between S,C and R categories. Possibly the H1% tutomated bookkeeping
could be combined with verbal protocol or real-time category Judgements by a hu-
man observer to infer transitions in supervisory activity.

When transition is defined as a change to a different activity, i.e. a different

cell in the matrix, all record of time is lost. An alternative procedure is to de-
fine a transition by clock intervals, and allow "transitions" to the same activity
(diagonal cells) as well as to different activities. Also, by adding frequencies

or probabilities over any row or column one can determine fractions of total time

spent in that activity.

6.4 Supervisory Errors and System Reliability

Human errors may be classified in many ways. They may be classified according
to whether they are errors of omission or comission or out-of-sequence or too-late,

or according to whether they are associated with sensing, motor or cognitive func-
tion, or within cognitive function whether memory or deduction. A recent distinc-

tion made by Ncrman (1981) is between "mistakes" (errors of intention as to what

should happen) and "slips" (errors in executing the intention).

All of these errors occur in supervisory control. In any of the fi/e supervisory

functions the wrong mental model can lead to incorrect prediction, a misdetermined
intention and eventual error. This is a "mistake". In programminq and monitoring,
procedures may occur, for example, where a relatively infrequent sequence of steps
includes part of another more familiar sequence. Here the operator can easily "get

off on the wrong track". This is a "siip".
I
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I ~Syntax errors can occur in programmning, such as inappropriate inference in monitor-
ing and deciding when to stop taking data and start taking corrective action. Stress
can certainly produce errors for any of the functions, but particularly during in-

tervention. In the learning function the wrong inferences can be made from collected

data.

There is a serious definition problem with human error, in that both the concept ofI "error" and the elaborate mathematical apparatus called "reliability theory" that
goes with it assume a binary criterion of human performance. That is, the assump-

I tion is made that behavior is either satisfactory or it is not. Electronic and
mechanical devices often fail in fairly discrete ways, but sometimes they simply

I become "off calibration" or "wear" so that their performance is not neatly assignable
to "normal" or "abnormal" categories. With human behavior the situation is likely

I~to be more difficult to assign on a binary basis. In performing tasks people take
more time or less, are mare accurate or less, follow procedures more or less. It

I is rare that they simply fall apart or stop functioning.

Errors of omission or comission In throwing switches are straightforward enough.

But E~rrors in observing or thinking surely are not, and we do not have good means
for meas~iring these outside the laboratory (through we try our best with verbal,

I ~protoca)l5 and~ related techniques). Further, and unlike machines, people somehow
become aware that they have made errors and often are able to correct them before
their effect., ire felt by the system.

Both the behaviorist and the feedback control purist might contend that people err
only because they have not received adequate feedback from their environment, i.e.
the rewards and punishments are not sufficiently frequent or strong (in control

j language the feedback loop has too large a time delay or too small a gain). Thus,
in the chain of events consisting of thinking the right thoughts, moving the head

j and body in the right directions, observing and interpreting the right displays,
grasping and correctly actuating the right controls, and correctly comfirming that
the system responded in the appropriate way~, there are many feedback signals. If
sufficient feedback signals are not present behavior tends to go awry and error occurs.

F- Currently the most accepted model of human reliability is THERP (technique for
human error rate prediction) developed by Swain (1980) and his colleagues. Presently

F it is being applied to co~mnercial nuclear power plants. Its elements are:

A -
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1) baseline human error probabilities (HEP's) tabulated for a set of behavioral .
elements, such as failure to follow written procedure, errors of omisesion in
otherwise proper procedure for using check-off lists, failure to note correct
status of an indicator lamp, selection of wrong control switch, etc.;

2) multiplication of these basic HEP's by "performance shaping (correction)
factors" related to situational elements such as expectancies, stress,
training, envirornmental conditions, etc.;

3) modification of the resulting HEP's according to dependence upon prior tasks,
where no modification is appropriate if there 'is no dependence, and
probability of failure. given failure on the prior task, approaches one if
there is high dependence;

4) further modification according to the likelihood of no recovery from an
error before that error has effect;

5) multiplication of task sequential net probabilities of correct action, i.e.;

niL (1 - net HEP1 )

to determine reliability of "chunks" of human behavior which are separable
from chunks of machine behavior; .

6) integration of these numbers into full system reliability analysis using

fault trees, event trees, etc.

In supervisory control, the operator is to a large extent the programmier and goal-
giver for a subordinate intelligent system; the is not following a set procedure
given him from above. Therefore it may be asserted that he is more accountable for
the success or failure of his system. On the other hand, his own errors ill behavior
are less easily defineable and measurable than in simiple manual tasks;, his interac-
tion with the computer and its sensors and effectors is close and collegial. He may

more easily blame design, maintenance or management, and outside investigators will
find it difficult to identify error causality to be otherwise.

6.5 Mental Workload in Supervisory Control

Mental workload has become a very important topic recently, and the motivation for
this is closely associated with the trend toward supervisory control. Before! the

industrial revolution phys~ical workload, not mental, was the prime concern. Then,

as the industrial automation became more widespread, emphasis switched to mental
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jworkload, usually concerned with how much production activity could be sustained
continuously, as measured by quantity and quality of product coming off the line.

I A!, the human operator increasingly becomes a supervisor, mental work load can
vary from very passive routine monitoring to very urgent and stressful activity to

* diagnose and recover from failure. Such events may occur as a sudden transient
I from a passive monitoring state. This makes mental workload greater, since the

oiperator may not have kept up with recent changes in state variables, and may have

to go through additional steps to access required computer-based information.

I Mental workload is a construct like "intelligence" in that it cannot be observed
directly; it must be inferred. Yet there is almost universal consensus that mental

j workload is experienced, and that somehow it can predict when performance is likely
a to dleteriorate, before a measure of performance itself will indicate deterioration.

Ii Some would define and measure mental workload in terms of the task to be done within

a given tfime. The more extensive the task the greater the workload. This is how
I. aircraft manufacturers define and measure mental workload. Most researchers in the

Finld reject this approach, claiming that by this measure it would not matter

I whether a robot or a person did the task; the mental workload would be the same,
and would not be particularly "mental"'. Assuming that mental workload is a result
of the task, not the same as the task, there are three types of definition/measure.
The first is the so-called secondary task, an additional task which the subject

j operator is asked to perform when he has spare time. This is usually a simple
cognitive verbal or skill task. By definition the better he scores on this secondary
task, the more spare capacity he has from the primary task, and thus the less the

I mental workload of the primary task. The criticism of this technique is that it
tends to interfere with 'the primary task; indeed a very cooperative subject may try
hard to do his best on the secondary task, at the cost of significantly reduced
attention to the primary task. In real systems, on the other hand, operators may

I refuse to cooperate at all to engage in secondary tasks.

A second broad class of techniques includes physiological measures of such phenomena
as heart rate variability, galvanic skin response, pupillary diameter, spectral

I changes in the voice, chemical changes in the blood or urine, and changes in the on-
going electroencephalogram or the "evoked response potential" of the brain-
particularly the P3 (300 msec) characteristic wave.
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The third technique is the subjective rating scale. One form of this is a single

category scale similar to the Cooper-Harper scale now commionly used by test pilots

for rating handling qualities of aircraft. Another is a three-attribute rating

scale, there being some consensus that "fraction of time busy", "cognitive complexity"

and "emotional stress" are quasi-independent components of mental workload, and may

or may not be present in any situation (Sheridan and Simpson, 1979). This scale in
modified form is now being used by the Air Force, FAA and Airbus Industrie in France. J

A criticism of subjective scales Is that operators are sometimes overconfident of

their own ability to perform end therefore underrate their own mental workload. Then

too,some feel that "objective" measures are inherently better than subjective ones.

Nevertheless it has been common practice to validate or calibrate other indices of

mental workload against this one truly "mental" measure - the subjective judgement.

Moray (19~82) reviewed the literature on subjective measurement of mental workload as

part of our research program.

6.6 SImulation, Test-Retest Reliability and Validity,

Because emergency or high-stress conditions do not occur very often. and because do-

ing "fire drills" on actual systems may be too inconvenient and too costly, simulators
are used to assess human response capability in such situations. The simulator can

be made to record the operator's behavior, both correct and erroneous.

Full scale or "hi-fi" simulators, though they may have realism, are sometimes not

economical to use. Some supervisory control investigations may be carried out with
"part-task" or very much simplified simulators without changing much the basic

relationships between system design parameters and human/system response. T11 fact,

experimental control may be better with the simpler or part-task simulator. This

is not to say that observation and after-the-fact reporting of e~rrors and critical

incidents in real systems should be discouraged. It is just that such reporting in

real systems is likely to biased by many factors.

In performing such an assessment it is useful to consider that there are five

categories of variability which affect the final results:

LKU
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j1) decision by experimenters as to what constitutes acceptable behavior, or
how good are different behaviors relative to one another;

*2) set up of simulator, selection and instruction of operator subjects;
U3) decision by operator subjects as to what they intend to do (which may

differ from (1) due to incomplete coimmunication or other reasons);
14) what operator subjects actually do (which may differ from 1 end 2);

Te5) subjective and objective reduction of data.

Tesheer complexity of supervisory control systems suggests that test-retest re-
j liability for any given measure may not be high. Reliable measures are more likely

if experierced operators are used repeatedly to serve as their own controls. The
number of runs is usually limited by economics.

Because of complexity, valldity(wliether one is making a meaningful measure and/or
I ~measuring what he thinks he is measuring) is also a difficult problem. Ther'e is

always the charge that the simulator "doesn't feel like" or "doesn't pose the
1. threat" of the "real thing". Aircraft simulators seem to have succeeded in pro-

viding sufficient realism, however. Since the supervisory operator is increasingly

1 removed from direct observation of the task, having to observe the process through
instruments, the costly '-out the window" visual realism is less likely to be a

I factor.

There is a tendency on the part of training personnel to "standardize" all emergen-
cies. It is useful to repeat and have the trainees anticipate some emergencies
(such as stall or engine fire in aircraft, large-break loss of cooling in nuclear

plants) so that they cdn respond quickly and "buy time"b. However, there is n-
sufficient emphasis on responding to brand new types of failure, or combination

I. failures, never seen or heard of before, not in the rule bu',k. This is the
essence of supervisory control knowledge-based behavior. Simuators allow for such

j ~training, but relatively little creative use has been made of simiulators for this
purpose.

6.7 How Far to Go in Automation and When to Stop

The driving force for supervisory control is the same as L.he driving *nt,ce for auto-
mation: new technology in the form of computers and sensors and communz.:.tions and
robotic devices, together with associated software, makes many new forms of auto-
mation possible. The new techno'dogy does seem to carry its own imperative to be

[ used.

M
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We generally affirm this trend because we anticipate improved system performance,
greater reliability and better economy. We also anticipate that people can be cast
in supervisory and therefore higher (more knowledge-based, as compared to rule and
skill-based) roles. Presumably this enhances the dignity of the human operator
and causes a more aesthetically satisfying match of capabilities between man and

machine. These are our hopes, our aspirations and to a large extent our expecta-
tions. We are empowering t, e human operator by promoting him to supervisor of a

semi-intelligent, semi-autonomous machine. Or are we?

Upon thoughtful reflection we may be in for some new problems which tend to offset

our gains. As the degree and sophistication of supervisory control increases the
supervisory operator becomes more separated physically from the actual process he
is controlling, his own (HIS) sensing and motor activities become desynchronized with
the (TIS) control loop, and the coding of the signals in these two loops become more
different from each other. The operator thereby m~ay suffer a loss of empathy for the

sysuem and perhaps then lose his sense of responsibility. An operator who
formerly found his dignity in being an expert at some marn.a] or visual skill may
may become "deskilled". He may become a supervisor who no longer performs that
direct manual skill and perhaps could not perform very well if the situation called
upon him to do so. He thereby loses dignity. The supervisory operator may comne

to accept being mystified to some extent, giving up on truly understanding the
system he control:. instead having to 'resort to somewhat blind faith. Thereby he
may suffer a general technical insult that maybe the machine is better than he is.

For these reasons, as well as the possibility that perhaps the capability or
reliability of the automation is not so great as initially advertised, it may be
useful to consider how far to go on one or another scale of "degree of automation".
There are a number of ways such a scale could be constituted, e.g. the amount or

cost of physical equipment, the complexity or sophistication in terms of variables
interacting and under control, or t-he speed, power or precision of control. Another
type of scale is a continuum from pure passivity (available advise) at one end of
the scale to total autonomy at the other. Table 6 is such a scale. It is clear
that supervisory control as has been described in this report stops short of going
to the limit.

LU
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I Table 6. A scale of degrees of automation (from pure passivity by the
computer to total autonomy).

-" __ __ _ __ I__ _ __m__ _ __ _ __ _i__ __ _i__ __ _ i_

* 1) Computer offers no assistance

2) Computer riffers complete set of alternatives

3) Computer narrows selection tc restricted set

1 4) Computer suggests one alternativ,-

5) Computer executes that suggestion if human approves

I 6) Computer allows human to veto prior to automatic execution
7) Computer necessarily informs human after automatic execution

j 8) Computer informs humai, after automatic execution only if he asks
9) Computer informs human only if computer decides to do so

J 10) Computer decides what to do, does it, and does not tell human

I nl

I
!
I
I

Ii
!

F
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1. 7. CONCLUSIONS

I 1. There is a general trend toward supervisory control, where a human

operator supervises a computer and the comouter controls a dynamic pro-

cess. This has great promise for remote undersea systems as well as

other complex electro-mechanical control systems. The human operator

interacts with the computer-based displays and controls to intermittently

allocate his attention among various different tasks and to perform the
supervisory functions of: planning; tedching or programming t e computer;

4 monitoring its automatic operation; intervening to adjust it or stop it

or seize control; and learning from experience. The human-interactive

computer may in turn communicate with multiple smaller" computers which

are specialized to and associated physically with various sensors, mani-
pulators, vehicles, etc. which are remote from the human operator.

2. Modeling and experimenting with supervisory control is currently a
very active field. It necessarily involves many considerations of both

human and machine sensing, communicating, deciding and controllinq, at

different levels of knowledge, rule and skill-based behavior. Straight-

forward extension of modern control theory has not priven sufficient.I
3. The concept of the "internal model" of the external dynamic orocess

seems to be useful for both human and mach'ne components. The consis-

tency of internel models in the heads of various operators with each

ji other and with the actual process is a criterion for error or failure
detection. Display, control-console and computer all can aid the oper-

ator in his internal modeling and decision behavior.

4. Supervisory control requires displays which bec'ome less like pilots'
j flight-directors and more like reference librarians or ztaff assistants.

The computer and associated graphic display technology have permitted

virtually infinite possibilities for display format, trending and pre-
dicting, dynamic simulation, information access, etc. In terms of

human factors some fundamental questions about "transparency" and "per-

ceptual overload" have become critical.

[ '
V 4I'
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5. Supervisory control also requires a new look at man-computer language

in the most general sense: (a) the proper mix of analogic and symbolic

coding for giving commands (as well as for thinking about hcw to give

commands); (b) the proper variety of choice/response alternatives;

(c) the depth of hierarchy in coding and recoding ("chunking") commands;

and (d) how best to tell a comouter the criteria for deciding. Super-

visory control has raised anew the problem of ultimate authority: when

should man be able to take over from machine and vice-versa.

6. Various new supervisory control systems are being designed and evalu-

ated in specific task contexts. Tradeoffs need to be studied with respect

to general versus special-purpose designs, and between higher degrees of

automation versus greater simplicity. Though obviously wr want high pe:'..

formance, high reliability, s:fety and low cost, techniques for evclsjation

of supervisory control systems demand much further work.

,i

-I

! 1I
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